
 

APPENDIX A  
PROJECT PERMIT CONDITIONS 

 



# Permit Condition / FEIR MMRP / Bos Agency & Permit Phase

1

1. Lessee acknowledges land described in Section 3 is subject to Public Trust and is presently available to members of the public for recreation, 

waterborne commerce, navigation, fisheries, open space, or other recognized Public Trust uses and that Lessee's proposed construction 

activities and use of the Lease Premises shall not interfere or limit the Public Trust rights of the public.

SLC Both

2

2. Thirty (30) days prior to the start of the project construction activities Lessee shall:

a. Lessee shall submit final plans for Phase I construction that substantially conform with the Phase I construction 75 percent design plans. 

b. Lessee shall submit to Lessor copies of all permits and authorizations from agencies having jurisdiction over the authorized activities on the 

Lease Premises.

SLC Both

3
3. Lessee shall comply with all the mitigation measures as set forth in Exhibit B, Salt River Ecosystem Restoration Project Mitigation Measures, 

attached and by this reference made a part hereof.
SLC Both

4

4. At all times during construction, Lessee agrees to install precautionary signage or warning buoys upstream and downstream of the Lease 

Premises in order to provide adequate warning notices to recreational users on the Salt River and Smith Creek of the potential safety hazards 

associated with project construction.

SLC Both

5

5. All personal property, tools, or equipment taken onto or placed upon the Lease Premises shall remain the property ofthe Lessee or its 

contractors. Such personal property shall be promptly removed by the Lessee, at its sole risk and expense upon the completion ofthe project. 

Lessor does not accept any responsibility for any damage, including damages to any personal property, including any equipment, tools, or 

machinery on the Lease Premises.

SLC Both

6

6. In the event that any refueling, repairs, staging, or maintenance of equipment during the construction phase of the project on the Lease 

Premises, these activities shall not result in a discharge or threatened discharge to any waters of the State includIng dry portions or the 

streambank and streambed. Fueling, lubrication, maintenance, storage, and staging of vehicles and equipment will be accomplished in 

accordance with Best Management Practices and the Storm Water Pollution Prevention Plail (SWPPP) as identified in the Mitigation Monitoring 

and Reporting Program prepared and adopted by the Humboldt County Resource Conservation District on February 24, 2011.

SLC Both

7 7. All activities shall be carried out in accordance with all applicable safety regulations, permits, and conditions of all other agencies. SLC Both

8

8. Lessee shall require contractor to maintain a logbook on all work vessels during work within the Lease Premises utilized in operations 

conducted under this Lease to keep track of all debris created by objects of any kind that may fall into the water. The logbook should include 

the type of debris, date, time and location to facilitate identification and location of debris for recovery and site clearance verification. All 

debris shall be promptly removed from the Lease Premises.

SLC Both

9
9.Any equipment to be used on the Lease Premises is limited to that which is directly required to perform the authorized use and does not 

include any equipment that may cause damage to the Lease Premises.
SLC Both

10
10. Lessee may not use any other lands under the jurisdiction of the Lessor beyond the Lease Premises for any purpose not authorized by this 

Lease without the written consent of the Lessor.
SLC Both

11
11. Excavated, dredged, and construction materials shall not be stockpiled or deposited near or on wash banks or other water course 

perimeters where they can be washed away by high water or storm runoff, or can encroach, in any way, upon the watercourse.
SLC Both

12
12. The amount of sediment to be excavated/dredged shall be balanced according to the need for cut and fill on site only and shall not be sold. 

Any excess debris and waste shall be disposed of at an authorized disposal site capable of receiving such materials.
SLC Both

13
13. This lease does not authorize Lessee to use dredged or excavated materials for purppses of commercial resale, environmental mitigation 

credits, or other private benefit. No royalty shall be paid for material placed at approved disposal sites and which is used for public benefit.
SLC Both

14
14. Lessee shall safely conduct all dredging or excavated disposal operations in accordance with accepted dredging and disposal methods and 

practices and with due regard for the protection of life and property, preservation of the environment, and conservation of natural resources.
SLC Both

15
15. Lessor shall have the right to enter upon the property at reasonable times in order to monitor Lessee's compliance with and otherwise 

enforce the terms of the Lease.
SLC Both

16 16.At all times during the term of the Lease Lessee shall maintain authorization from the adjacent owners for access to the Lease Premises. SLC Both

17
17. Any change in the final plans for Phase I of the Salt River Ecosystem Restoration Project shall be submitted to the Lessor for Lessor's staff 

review and approval.
SLC Both

18

18. LESSOR'S APPROVAL: Whenever this Lease calls for the approval of Lessor, that approval may be given by Lessor's Executive Officer or 

his/her delegate. If the Executive Officer of his/her delegate denies approval, Lessee may appeal that denial to the State Lands Commission at 

the Commission's next available noticed public meeting.

SLC Both

19

19. Lessee shall provide a certificate of liability insurance coverage‐in the amount of not less than $2,000,000 with the following assurances (a) 

through (e) to be expressly stated on or attached to the certificate of insurance:

a) That the State of California, its officers, agents, employees, and servants are included as additional insured, but only insofar as the 

operations under this lease are concerned.

b) That the insurer will not cancel the insured's coverage without 30 days prior written notice to the State.

c) That the policy specifically identifies the Lease by number, W 26450.

d) That the State will not be responsible for any premiums or other assessments on the policy.

e) That the insurance coverage provided by the insured is primary and noncontributing.

SLC Both

20
1. This certification action is subject to modification or revocation upon administrative or judicial review; including review and amendment 

pursuant to Water Code section 13330 and title 23, California Code of Regulations, section 3867.
NCRWQCB‐401 Both

21

2. This certification action is not intended and shall not be construed to apply to any discharge from any activity involving a hydroelectric 

facility requiring a Federal Energy Regulatory Commission (FERC) license or an amendment to a FERC license unless the pertinent certification 

application was filed pursuant to title 23, California Code of Regulations, section 3855, subdivision (b) and the application specifically identified 

that a FERC license or amendment to a FERC license for a hydroelectric facility was being sought.

NCRWQCB‐401 Both

22
3. The validity this certification is conditioned upon total payment of any fee required under title 23, California Code of Regulations, section 

3833, and owed by the Applicant.
NCRWQCB‐401 Both

23

4. The Regional Water Board staff shall be notified in writing at least five working days (working days are Monday – Friday) prior to the 

commencement of ground disturbing activities, with details regarding the construction schedule, in order to allow staff to be present onsite 

during construction, and to answer any public inquiries that may arise regarding the project.

NCRWQCB‐401 Both



24 5. The Applicant shall provide Regional Water Board staff access to the project site to document compliance with this certification. NCRWQCB‐401 Both

25
6. The Applicant shall construct the project in accordance with the project described in the application and the findings above, and shall 

comply with all applicable water quality standards as detailed in the Basin Plan.
NCRWQCB‐401 Both

26

7. Prior to implementing any change to the project that may have a significant or material effect on the findings, conclusions, or conditions of 

this Order, the Applicant shall obtain the written approval of the Regional Water Board Executive Officer.  If the Regional Water Board is not 

notified of a significant alteration to the project, it will be considered a violation of this Order, and the Applicant may be subject to Regional 

Water Board enforcement action(s).

NCRWQCB‐401 Both

27

8. The mitigation measures that are detailed in the Environmental Impact Report (SCH No. 2007062030) are hereby incorporated by reference 

and are conditions of approval of this certification.  Notwithstanding any more specific conditions in this certification, the Applicant shall 

implement and comply with all mitigation measures identified in the Environmental Impact Report that are within the Regional Water Board’s 

jurisdiction.

NCRWQCB‐401 Both

28

9. The Applicant shall implement the HMMP.  Annual mitigation monitoring reports shall be submitted to the Regional Water Board by 

December 31 of each monitoring year.  The first mitigation monitoring report shall be submitted to this office within one year of beginning 

ground disturbing activities on the project.  Monitoring reports shall be developed in accordance to the HMMP, per the proposed monitoring 

schedule and include maps of the monitoring areas, representative photos, methods used to collect and analyze the data, results of the data 

analysis, a discussion of the results, and conclusions regarding the condition of the monitoring sites.  Monitoring reports shall also include a 

discussion of any additional actions required to achieve the final success criteria.  A final mitigation monitoring report, including a post‐

mitigation wetland delineation, shall be submitted which clearly demonstrates adequate and successful wetland creation.

NCRWQCB‐401 Both

29

10. BMPs for erosion, sediment and turbidity control shall be implemented and in place at commencement of, during and after any ground 

clearing activities or any other project activities that could result in erosion or sediment discharges to surface waters.  All BMPs shall be 

installed properly and in accordance with the manufacturer’s specifications.

NCRWQCB‐401 Both

30

11. The Applicant shall prioritize the use of wildlife‐friendly biodegradable (not photo‐degradable) erosion control products wherever feasible.  

The Applicant shall not use or allow the use of erosion control products that contain synthetic materials within waters of the United States or 

waters of the State at any time.  The Applicant shall not use or allow the use of erosion control products that contain synthetic netting for 

permanent erosion control (i.e. erosion control materials to be left in place for two years or after the completion date of the project).  If the 

Applicant finds that erosion control netting or products have entrapped or harmed wildlife, personnel shall remove the netting or product and 

replace it with wildlife‐friendly biodegradable products.  The Applicant shall request approval from the Regional Water Board if an exception 

from this requirement is needed for a specific location.

NCRWQCB‐401 Both

31

12. This Order provides an allowable zone of turbidity dilution within which turbidity levels may be increased by more than 20 percent above 

naturally occurring background levels.  To ensure that turbidity levels do not exceed this threshold, the Applicant shall monitor turbidity levels 

upstream within 50 feet of project activities (i.e. natural background turbidity) and 500 feet (or less) downstream of the in‐channel 

construction activities that are increasing background turbidity levels.  Turbidity monitoring is not required within channel excavation areas 

that are isolated flowing waters for the purpose of dewatering and channel excavation, and any turbid waters are contained within a previously 

isolated area of the channel.  At a minimum, field turbidity measurements shall be collected whenever a visible increase in turbidity is 

observable in waters that are not isolated by berms or similar BMPs.

Turbidity levels shall be measured in Nephelometric Turbidity Units (NTU) using a calibrated turbidity meter.  Measurements shall be taken 

where turbidity levels appear to be the highest in the channel based on visual observation.  Monitoring frequency shall be a minimum of every 

two hours during in‐channel work periods and when activities commence that are likely to increase turbidity levels above any previously 

monitored levels.  If grab sample results indicate that turbidity levels exceed 20 NTU at 500 feet downstream from the construction activities 

causing the turbidity increase, remedial actions shall be implemented to reduce and maintain turbidity levels at or below 20 NTU immediately 

downstream of the 500 linear foot zone of dilution.  Potential remedial actions shall include halting or slowing construction activities and 

implementation of additional BMPs until turbidity levels are at or below 20 NTU.  If naturally occurring background levels are greater than 20 

NTUs, turbidity levels downstream of the 500 linear foot zone of dilution shall not be increased by more than 20 percent above the naturally 

occurring background level.

NCRWQCB‐401 Both

31

12. (cont) The Regional Water Board shall be notified promptly and in no case more than 24 hours after any monitoring results indicate an 

unauthorized increase in turbidity.  A monitoring report containing turbidity measurements shall be submitted in a tabular format to the 

Regional Water Board within 30 days of measuring any increase(s) in turbidity levels that exceed the turbidity thresholds specified above.  A 

monitoring report containing all turbidity measurements shall be submitted in a tabular format to the Regional Water Board within 30 days of 

the completion of each construction phase.  All monitoring reports shall be written in a manner that clearly demonstrates compliance with all 

water quality monitoring requirements.

NCRWQCB‐401 Both

32

13. Rainy Day Reports: The Applicant shall take photos of all areas disturbed by project activities, including all materials disposal areas, after 

rainfall events that generate visible runoff from these areas in order to demonstrate that erosion control and revegetation measures are 

present and have been installed appropriately and successfully.  A brief report containing these photos shall be submitted within 30 days of 

the first rainfall event that generates runoff from the disturbed areas.  Once the site has demonstrated appropriate and effective erosion and 

sediment control, the Applicant may request a reprieve from this condition from the Regional Water Board.

NCRWQCB‐401 Both

33 14. Disturbance or removal of existing vegetation shall not exceed the minimum necessary to complete the project. NCRWQCB‐401 Both

34 15. This Water Quality Certification does not authorize the Applicant to draft surface waters. NCRWQCB‐401 Both

35

16. If construction dewatering of groundwater is found to be necessary, the Applicant shall use a method of water disposal other than disposal 

to surface waters (such as land disposal) or the Applicant shall apply for coverage under Order No. R1‐2009‐0045, Waste Discharge 

Requirements for Low Threat Discharges to Surface Waters in the North Coast Region or individual National Pollutant Discharge Elimination 

System Permit and shall receive notification of coverage to discharge to surface waters prior to initiating any groundwater dewatering 

discharge to surface waters.

NCRWQCB‐401 Both

36

17. No debris, soil, silt, sand, bark, slash, sawdust, rubbish, cement or concrete washings, oil or petroleum products, or other organic or 

earthen material from any construction or associated activity of whatever nature, other than that authorized by this Order, shall be allowed to 

enter into or be placed where it may be washed by rainfall into waters of the State.  When operations are completed, any excess material or 

debris shall be removed from the work area.

NCRWQCB‐401 Both



37

18. Fueling, lubrication, maintenance, storage, and staging of vehicles and equipment shall not result in a discharge or threatened discharge to 

any waters of the State including dry portions of the streambank and streambed.  At no time shall the Applicant or its contractors allow use of 

any vehicle or equipment which leaks any substance that may impact water quality.

NCRWQCB‐401 Both

38

19. The Applicant shall provide a copy of this Order and State Water Resources Control Board (SWRCB) Order No. 2003‐0017‐DWQ to any 

contractor(s), subcontractor(s), and utility company(ies) conducting work on the project, and shall require that copies remain in their 

possession at the work site.  The Applicant shall be responsible for ensuring that all work conducted by its contractor(s), subcontractor(s), and 

utility companies is performed in accordance with the information provided by the Applicant to the Regional Water Board.

NCRWQCB‐401 Both

39

20. If, at any time, an unauthorized discharge to surface water (including wetlands, rivers or streams) occurs, or any water quality problem 

arises, the associated project activities shall cease immediately until adequate BMPs are implemented including stopping work.  The Regional 

Water Board shall be notified promptly and in no case more than 24 hours after the unauthorized discharge or water quality problem arises.

NCRWQCB‐401 Both

40

21. Spill kits are required at each fueling location and at each location that where power equipment will be working within waters of the State.  

In the event of an unauthorized release of fuel (spill or leak) to waters of the State, the Applicant shall immediately stop work and conduct the 

following measures:

a) notify the appropriate agencies including the Regional Water Board, CDFG, and the Office of Emergency Services (OES) at 1(800) 852‐7550;

b) utilize the appropriate spill kits for containment and clean up of the release;

c) collect samples within the immediate area of release, 50 feet downstream, and downstream to the full extent of the release if the release 

reaches surface waters; and, 

d) analyze required surface water samples for all appropriate constituents including but not limited to total petroleum hydrocarbons as diesel 

(TPH‐D), total petroleum hydrocarbons as gasoline (TPH‐G), and benzene, toluene, ethlybenzene, total xylenes (BTEX).

NCRWQCB‐401 Both

41
22. Any potentially hazardous waste(s) (solids, liquids, or slurries) derived or encountered during this project shall undergo the appropriate 

characterization to demonstrate compliance will all applicable waste disposal laws and regulations.
NCRWQCB‐401 Both

42

23. The Regional Water Board may add to or modify the conditions of this Order, as appropriate, to implement any new or revised water 

quality standards and implementation plans adopted and approved pursuant to the Porter‐Cologne Water Quality Control Act or section 303 of 

the Clean Water Act. 

NCRWQCB‐401 Both

43

24. In the event of any violation or threatened violation of the conditions of this Order, the violation or threatened violation shall be subject to 

any remedies, penalties, process or sanctions as provided for under applicable state or federal law.  For the purposes of section 401(d) of the 

Clean Water Act, the applicability of any state law authorizing remedies, penalties, process or sanctions for the violation or threatened 

violation constitutes a limitation necessary to assure compliance with the water quality standards and other pertinent requirements 

incorporated into this Order.  In response to a suspected violation of any condition of this certification, the State Water Board may require the 

holder of any federal permit or license subject to this Order to furnish, under penalty of perjury, any technical or monitoring reports the State 

Water Board deems appropriate, provided that the burden, including costs, of the reports shall bear a reasonable relationship to the need for 

the reports and the benefits to be obtained from the reports.  In response to any violation of the conditions of this Order, the Regional Water 

Board may add to or modify the conditions of this Order as appropriate to ensure compliance.

NCRWQCB‐401 Both
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25. In the event of any change in control of ownership of land presently owned or controlled by the Applicant, the Applicant shall notify the 

successor‐in‐interest of the existence of this Order by letter and shall forward a copy of the letter to the Regional Water Board at the above 

address.  

To discharge dredged or fill material under this Order, the successor‐in‐interest must send to the Regional Water Board Executive Officer a 

written request for transfer of the Order.  The request must contain the requesting entity’s full legal name, the state of incorporation if a 

corporation, and the address and telephone number of the person(s) responsible for contact with the Regional Water Board.  The request must 

also describe any changes to the project proposed by the successor‐in‐interest or confirm that the successor‐in‐interest intends to implement 

the project as described in this Order.

NCRWQCB‐401 Both
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26. Except as may be modified by any preceding conditions, all certification actions are contingent on: a) the discharge being limited to and all 

proposed mitigation being completed in strict compliance with the Applicant’s project description, and b) compliance with all applicable 

requirements of the Water Quality Control Plan for the North Coast Region (Basin Plan).

NCRWQCB‐401 Both
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27. The authorization of this certification for activities associated with implementation of Phase 1 and Phase 2 expires on October 15, 2016.  

The authorization of this certification for maintenance activities associated with the AMP expires on October 15, 2022.  Conditions and 

monitoring requirements outlined in this Order and the HMMP are not subject to the expiration date outlined above, and remain in full effect 

and are enforceable.

NCRWQCB‐401 Both
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1. The conditions of the Department of Public Works memo dated November 23, 2010 included in Attachment 4, shall be completed or 

secured to the satisfaction of that Department. Prior to performing any work related to the project, contact the Land Use Division of the 

Department of Public Works.

County‐CUP Both
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2. The applicant shall apply for and obtain a Coastal Development Permit from the California Coastal Commission prior to project 

implementation.
County‐CUP Both

49 3.  Signed Landowner Agreement shall be required prior to commencing work on individual properties County‐CUP Both

50
4. The applicant shall contact the Del Oro Water Company to assure protection of the water line crossing the East Side Drainage ditch on the 

upstream side of the bridge located on or near Assessor Parcel Number 100‐062‐33.
County‐CUP Phase II

51 5. Applicant shall comply with North Coast Unified Air Quality Management District Rule 104 Section 4.0 regarding the control of fugitive dust. County‐CUP Both
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6. The applicant is required to pay for permit processing on a time and material basis as set forth in the schedule of fees and charges as 

adopted by ordinance of the Humboldt County Board of Supervisors. Any and all outstanding Planning fees to cover the processing of the 

application to decision by the Hearing Officer shall be paid to the Humboldt County Planning Division, 3015 "H" Street, Eureka. The 

Department will provide a bill to the applicant upon file close out after the Planning Commission decision.

County‐CUP Both

53 7.  No restoration activities shall occur on Riverside Ranch that would conflict with the Williamson Act. County‐CUP Phase I
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1. (for life of project "ongoing") Approval of this permit is based on information in the Executive Summary and the approved Final 

Environmental Impact Report (SCH# SD2007‐05‐06) incorporated fully herein by reference, including the project description, long‐term 

maintenance and monitoring program (i.e., adaptive management plan), restoration and revegetation plans, and mitigation and monitoring 

and reporting program, and shall be operated in accordance with these descriptions. Changes to the project, except for Minor Deviations to 

the approved plot plan as provided under Section 312‐ 11.1 of the Zoning Regulations, shall require prior approval by the Planning Director and 

may require the modification of this Use Permit.

County‐CUP Both
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2. (for life of project "ongoing") All mitigation measures identified in the Final Environmental Impact Report shall be implemented consistent 

with the Mitigation Monitoring and Reporting Program.
County‐CUP Both
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1. (Notes) If buried archaeological or historical resources are encountered during construction activities. the contractor on‐site shall call all 

work in the immediate area to halt temporarily. and a qualified archaeologist is to be contacted to evaluate the materials. Prehistoric materials 

may include obsidian or chert flakes. tools. locally darkened midden soils. groundstone artifacts. dietary bone. and human burials. If human 

burial is found during construction. state law requires that the County Coroner be contacted immediately. If the remains are found to be those 

of a Native American. the California Native American Heritage Commission will then be contacted by the Coroner to determine appropriate 

treatment of the remains.The applicant is ultimately responsible for ensuring compliance with this condition.

County‐CUP Both

57 2. (Notes) The applicant is responsible for receiving all necessary permits and/or approvals from other federal. state and local agencies. County‐CUP Both

58

3. (Notes) This permit shall expire and become null and void at the expiration of TWO (2) years after all appeal periods have lapsed; except 

where construction under a valid building permit or use in reliance on the permit has commenced prior to such anniversary date. The period 

within which the activity or use must be commenced may be extended as provided by Section 312‐11.3 of the Humboldt County Code.

County‐CUP Both
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Mitigation 3.1.1‐2.1: Prepare and implement SWPPP

Prior to construction of the Salt River Ecosystem Restoration Project, the Humboldt County Resource Conservation District shall obtain 

authorization from the North Coast RWQCB. As part of this application process, the applicant shall develop a SWPPP and identify Best 

Management Practices (BMPs) for controlling soil erosion and the discharge of construction‐related contaminants. BMPs shall be monitored as 

specified in the SWPPP for successful implementation. This mitigation measure shall apply to all portions of the Salt River Ecosystem 

Restoration Project and related projects that involve construction activities. The SWPPP shall be prepared prior to any construction on any 

portion of the project, and implemented during construction. Individual SWPPPs may be prepared for various construction components or 

phases (e.g., demolition of existing site structures, grading of one parcel, dredging channels, etc.). 

FEIR Both
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Mitigation 3.1.1‐2.1: Prepare and implement SWPPP (cont)

The SWPPP would also specifically address:

‐Erosion control and maintenance of material stockpiles that remain during the duration of project construction as well as sediment reuse 

(possibly lasting multiple years).

‐Erosion and sediment control measures to eliminate or minimize input to surface waters and generation of fugitive dust.

‐Specify silt fencing or fiber rolls to trap sediments and erosion control blankets on graded slopes and channel banks. ‐ Avoid operating 

equipment in flowing water by using temporary cofferdams, sheet‐piles and/or turbidity curtain and/or other suitable structures to divert flow 

around the channel and bank construction.

The SWPPP(s) shall be prepared according to requirements of the State’s construction Activities Storm Water Permit (Construction Permit; 

State Board Order No. 99‐08‐DWQ, NPDES Permit CAS000002), following guidance contained in Section A of that permit, and it shall include all 

appropriate best management practices for minimizing stormwater runoff and the potential pollution it may cause. The SWPPP should also 

address protecting stockpiles left over winter wet seasons from erosion associated with rainfall and/or flooding. Coverage shall be obtained 

under the Construction Permit by filing a Notice of Intent and fee prior to construction of any project component.

FEIR Both
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Mitigation 3.1.1‐2.2: Implement dewatering restrictions

Ponded storm or groundwater in construction areas shall not be dewatered by project contractors directly into adjacent surface waters or to 

areas where they may flow to surface waters unless authorized by a permit from the North Coast RWQCB. In the absence of a discharge 

permit, ponded water (or other water removed for construction purposes), shall be pumped into baker tanks or other receptacles, 

characterized by water quality analysis, and remediated (e.g., filtered) and/or disposed of appropriately based on results of analysis. If 

determined to be of suitable quality, some of this water may be used on‐site for dust control purposes.

FEIR Both
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Mitigation 3.1.1‐2.3: Implement contractor training for protection of water quality

All contractors that would be performing demolition, construction, grading, or other work that could cause increased water pollution 

conditions at the site (e.g., dispersal of soils) shall receive training regarding the environmental sensitivity of the site and need to minimize 

impacts. Contractors also shall be trained in implementation of stormwater BMPs for protection of water quality.

FEIR Both
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Mitigation 3.1.1‐2.4: Minimize potential pollution caused by inundation

Sites shall not be inundated (connected to tidal water or upstream freshwater sources) until surface soil conditions have been stabilized, all 

construction debris removed, and all surface soils have been removed from the site. (Pre Inundation to Any Site)

FEIR Both
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Mitigation 3.1.1‐2.5: In‐stream erosion and water quality control measures during channel dredging

In instances where excavation and/or dredging occurs in an effort to widen/deepen the existing Salt River Channel, in‐stream erosion and 

turbidity control measures shall be implemented. These measures include installation and maintenance of in‐stream turbidity curtains and silt‐

fence along channel banks as specified in project designs, specifications and erosion control plans. (Prior to any excavation)

FEIR Both
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Mitigation 3.1.1‐3: Implement water quality monitoring and maintenance plan

The long‐term monitoring plan shall routinely screen project water quality and source areas leading to degraded water quality. Maintenance 

and adaptive management strategies shall be designed and implemented under the plan to modify the morphology of poor water quality 

source areas.

FEIR Both
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Mitigation 3.1.1‐7: Implement erosion monitoring and maintenance plan

To ensure no long‐term adverse impacts, the project includes a long‐term monitoring and maintenance plan that would monitor for excessive 

erosion and sediment accumulation and prescribe remedies in the form of channel adjustments and sediment excavation on an “as‐needed” 

basis. Monitoring shall be conducted pursuant to the longterm monitoring and maintenance plan. Specific criteria will be developed and 

stipulated in the plan that will trigger the need for adaptive management and/or maintenance activities. If erosion is so great that it causes 

water quality impairments, improvements such as channel armoring shall be implemented to manage and reduce erosion.

FEIR Both
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Mitigation 3.1.1‐9.1: Armor berms and wetland fringe

Restoration design shall account for wind‐wave erosion control measures in project design that shall include bioengineering and/or hard‐bank 

stabilization measures. Bioengineering methods may include the planting of specific vegetation species that thrive in anticipated environments 

(accounting for inundation depth‐durationfrequency) such as tules or willows and/or installation of large‐wood structures such as bank 

revetments. Hard‐bank stabilization measures pertain to the placement of rock and or rip‐rap (or other suitable materials) to effectively 

protect shoreline banks from erosion. (Prior to approval of final design)

FEIR Both
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Mitigation 3.1.1‐9.2: Implement erosion monitoring and maintenance plan

The Monitoring and Mitigation Plan shall include measures to identify and evaluate erosion problems that evolve in response to wind‐waves. 

Similar to the other erosion monitoring and mitigation components, the Plan shall include wind‐wave erosion criteria and thresholds that, if 

exceeded, will trigger maintenance and/or adaptive management measures to repair and eliminate erosional problems.

FEIR Both
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Mitigation Measure 3.3.1‐2: Preconstruction surveys and possible installation of nest boxes

Before riparian areas are cleared, a count of mature trees with available cavities shall be taken to roughly estimate the number of cavities 

being lost. If the survey and an analysis by a qualified individual demonstrates that the project would result in inadequate habitat remaining for 

cavity nesters, nest boxes shall be erected to match, as closely as possible, the lost value. Should the findings of the surveys result in the 

conclusion that nest boxes are not necessary, this mitigation measure would not be required. (Prior to any clearing of riparian areas)

FEIR Both
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Mitigation Measure 3.3.1‐3: Minimizing construction‐related disturbance to sensitive habitats

‐ The locations of any sensitive habitats to be avoided shall be clearly identified in the contract documents (plans and specifications).

‐ Before clearing and grubbing commences; construction and staging areas shall be flagged to clearly define the limits of the work area. These 

areas shall be clearly identified on the contract documents (plans and specifications).

‐ Contractors awarded contract packages shall sign a document stating that they have read, agree to, and understand the required resource 

avoidance measures, and shall have construction crews participate in a training session on sensitive area resources.

‐ A qualified biologist shall be on‐site to observe construction activities as appropriate when construction in or adjacent to sensitive habitat 

such as wetlands or special status species locations occurs.

‐ Site disturbance shall be minimized to the greatest extent possible by using existing disturbed areas for access roads and staging areas, and 

concentrating the area of disturbance associated with restoration actions to the minimum necessary to complete the project. Where feasible, 

temporary measures for access or construction, such as the use of temporary tracks or pads, shall be used to minimize impacts.

‐ Restoration activities to restore ecological function and integrity to disturbed habitats, such as revegetation, shall take place as rapidly as 

possible following habitat disturbance.

FEIR Both

70

Mitigation Measure 3.3.1‐5.1: Pre‐construction removal of dense‐flowered cordgrass

In order to reduce the likelihood of dense‐flowered cordgrass colonizing restored tidal marsh at Riverside Ranch, existing populations in and 

adjacent to the project area shall be controlled prior to construction using manual, mechanical, and/or approved chemical methods.

FEIR Phase I
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Mitigation Measure 3.3.1‐5.2: Monitoring and removal of noxious weeds in restored habitats in the

project area

Levels of noxious weeds in restored riparian and tidal marsh habitats shall be monitored after project implementation. Noxious weed removal 

shall be conducted as part of project maintenance over the lifetime of the project. Noxious weed removal techniques shall be described in the 

management plans for the Salt River and Riverside Ranch, which shall be prepared in consultation with DFG, FWS, and NMFS.

FEIR Both
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Mitigation 3.3.1‐6: Minimize, avoid, and compensate for impacts to sensitive plants

Mitigation for special status plant species is addressed collectively for all species, with modifications noted for individual species. Significant 

impacts to special‐status plant species present or likely to be present onsite shall be minimized, avoided, and contingently compensated by 

complying with the following:

‐ Pre‐construction surveys: Potential habitat for special‐status plant species shall be surveyed in appropriate seasons for optimal species‐

specific detection prior to project excavation/dredging, fill, drainage, or flooding activities associated with project construction. Survey 

methods shall comply with CNPS/CDFG rare plant survey protocols, and shall be performed by qualified field botanists. Surveys shall be 

modified to include detection of juvenile (pre‐flowering) colonies of perennial species when necessary. Any populations of special status plant 

species that are detected shall be mapped. Populations shall be flagged if avoidance is feasible and population is located adjacent to 

construction areas. Special Status plant surveys were conducted between May and August 2010 in the project area for channel restoration and 

Riverside Ranch restoration. These surveys documented populations of Lyngbye’s sedge and Humboldt Bay owl’s clover described above. 

Special status plant surveys would be conducted in the project area for upslope sediment reduction components of the project where work 

would be conducted in suitable habitat. For example, maple‐leaved checkerbloom (Sidalcea malachroides) may occur in broadleafed upland 

forest or North Coast coniferous forest, often in disturbed areas, and Howell’s montia (Montia howellii) has been documented on roadsides in 

North Coast coniferous forest in the Wildcat Mountains and may occur in upslope sediment reduction areas. Surveys for these and other 

special status plant surveys with potential to occur in the upslope sediment reduction areas listed in Table 3.3‐3 shall be conducted prior to 

upslope sediment reduction project implementation.

FEIR Both
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Mitigation 3.3.1‐6: Minimize, avoid, and compensate for impacts to sensitive plants     (cont)

‐ The locations of any special status plant populations to be avoided shall be clearly identified in the contract documents (plans and 

specifications).

‐ If special‐status plant populations are detected where construction would have unavoidable impacts, a compensatory mitigation plan shall be 

prepared and implemented in coordination with USFWS or DFG. Such plans may include salvage, propagation, on‐site reintroduction in 

restored habitats, and monitoring. Plans have been developed for Lyngbye’s sedge, Humboldt Bay owl’s clover, and eelgrass. These plans are 

available from the HCRCD, and will be further revised in consultation with regulatory agencies. The plans include the following measures:

‐ Impacts to these species shall be avoided or minimized to the extent feasible. If feasible, impacts to these species will be minimized by 

restricting channel excavation in the portions of the lower Salt River where they are found to a single bank of the channel (e.g. only the east 

bank). It should be noted that populations of owl’s clover can fluctuate dramatically between years (Pickart 2001), making the number of 

individuals impacted difficult to predict.

‐ Humboldt Bay owl’s clover: A qualified botanist shall collect and conserve seed from local populations of Humboldt Bay owl’s clover. These 

seeds shall be used to replant a population of this species to mitigate for the population lost to construction impacts. The project area shall be 

monitored for five years and compared with a reference population to determine whether replanting and natural recruitment have resulted in 

population numbers equal to or greater than those present before project implementation. If the population does not appear to have 

reestablished during the five year period, seed shall be collected from elsewhere and additional attempts shall be made to reestablish the 

population.

FEIR Both
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Mitigation 3.3.1‐6: Minimize, avoid, and compensate for impacts to sensitive plants     (cont)                                                                                              

‐ Lyngbye’s sedge: Seed shall be collected from Lyngbye’s sedge in the project area to be used for replanting in the event that natural 

recruitment does not result in a post‐project population size equal to or greater than the pre‐project population size. Monitoring and adaptive 

management will be conducted for a ten year period to determine whether the area and approximate number of Lyngbye’s sedge in the 

project area is similar to the area of sedge before the project. Additional planting efforts (from seed or from rootstock of mature plants) shall 

be undertaken if the population size is declining below pre‐project size during the monitoring period.

‐ Eelgrass: The extent and density of eelgrass cover within areas of project impact shall be mapped prior to construction. Natural recruitment 

shall be monitored for 3 years to determine whether eelgrass is naturally recruiting in newly created channels adequately to replace the area 

of eelgrass lost due to project impacts. If eelgrass does not establish in an area equal to or greater than that lost due to project impacts in the 

first 3 years, eelgrass shall be actively planted using the most current scientific methods.  � If USFWS or DFG require propagation or 

transplantation, scientifically sound genetic management guidelines and protocols for rare plants shall be applied to propagation and 

transplant plans, possibly including the following:

‐ maintain some reserve clonal stock of perennial special‐status plant populations during the monitoring period to offset the risk of failure in 

establishing populations in the wild,

‐ set aside surplus reserve seed of annual special‐status plants from impacted populations

‐ conduct long‐term monitoring to determine the fate of managed special‐status plant populations. No special‐status plant species shall be 

introduced to the site beyond their known historic geographic range unless such introduction is recommended in a final recovery plan or 

conservation plan prepared and adopted by the USFWS or the CDFG, in formal consultation with the USFWS.C80
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Mitigation 3.3.1‐7: Minimize and avoid impact to nesting special status or migratory birds

• Construction activities would occur during the breeding and nesting season (March 1‐August 15) only following pre‐construction site‐specific 

surveys by a qualified biologist. Nesting surveys shall be conducted no more than one week prior to the initiation of site preparation. If surveys 

identify active nests belonging to common migratory bird species, a 100‐foot exclusion zone shall be established around each nest to minimize 

disturbance‐related impacts on nesting birds. If surveys identify active nests belonging to special status birds, an interim no‐activity zone of 

300 feet shall be established around the nest. If surveys identify active nests belonging to raptors, an interim no‐activity zone of 500 feet shall 

be established around the nest. The radius of the no‐activity zone may be modified after consultation with DFG, and the duration of the 

exclusion shall be determined in consultation with DFG. In order to avoid take of willow flycatchers and western yellow‐billed cuckoos during 

Project activities, in areas where the vegetation is dense and unfeasible to adequately survey, riparian vegetation removal will occur between 

August 15 and November 30 March 1 to avoid the nesting season for these species. For areas with less dense riparian vegetation that can be 

adequately surveyed, which will be determined in consultation with CDFG, riparian vegetation removal may occur between 1 July 1 March and 

15 August after surveys for nesting willow flycatchers and presence/absence surveys for other nesting birds are conducted by a qualified 

biologist prior to the start of vegetation removal. Surveys for willow flycatchers would occur in June and presence/absence surveys for other 

birds and would occur no more than one week prior to the initiation of site preparation. If active nests belonging to willow flycatchers or 

western yellow‐billed cuckoos are detected during surveys, a 300‐foot exclusion zone will be established around each nest in which no 

construction activities will occur until nesting is completed. The duration of the no‐activity exclusion area(s) will be determined in consultation 

with CDFG.

• See Nesting Bird Avoidance Memo dated January 18, 2014 for updated requirements specific to Phase 2.
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Mitigation Measure 3.3.1‐12: Limit construction access routes and equipment staging areas and minimize excavation in existing aquatic habitat 

when eggs and tadpoles are expected to be present and conduct preconstruction surveys for RLF in all suitable habitat that would be disturbed 

by construction.

Construction access routes and equipment staging areas shall be limited within the study area to the extent feasible. Excavation in existing 

aquatic habitat shall only occur when egg masses and tadpoles are not expected (August 15– October 31) for further protection of frogs. If 

disturbance in aquatic habitats is necessary prior to August 15, the area shall be cleared of and any tadpoles relocated to suitable habitat.

FEIR Both



75

Mitigation 3.4.1‐1.2: Limit initial construction to an extended dry weather season (April – November)

Initial project construction activities involving earth moving on any of the sites in an area where material may enter or be transferred to a 

slough shall be limited to the April 1‐November 30 dry season. This would reduce the amount of sediment and contaminants washed into the 

Salt River and Eel Estuary from the Salt River Ecosystem Restoration Project and related project site by rains. Maintenance activities involving 

earth moving on any of the sites in an area where material may enter or be transferred to a slough shall be limited to the April 15 ‐November 1 

dry season. This would reduce the amount of sediment and contaminants washed into the Salt River and Eel Estuary from Salt River Ecosystem 

Restoration Project maintenance activities.
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Mitigation 3.4.1‐1.3: Adhere to site‐specific construction plans

Conduct construction work in accordance with site‐specific construction plans that minimize the potential for increased delivery of sediment to 

surface waters.
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Mitigation 3.4.1‐1.5: Minimize removal of and damage to native vegetation

During excavation of the main channel, a significant amount of native vegetation must be removed. Where possible, the contractor will use 

heavy equipment to excavate plants and shrubs with root‐wads, and replant these at areas designated by the re‐vegetation plan. Native 

vegetation that is removed or damaged at access ways and within the construction areas shall be replaced under the re‐vegetation plan at a 

3:1 ratio.
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Mitigation 3.4.1‐1.6: Install temporary construction fencing to identify work areas

The project contractors shall install temporary construction fencing to identify areas that require clearing, grading, revegetation, or 

recontouring, and minimize the extent of areas of areas to be cleared, graded, recontoured, or otherwise disturbed.
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Mitigation 3.4.1‐1.9: Fish relocation

Before any potential de‐watering activities begin in any creeks or channels within the project area, the RCD shall ensure that native aquatic 

vertebrates and larger invertebrates are relocated out of the construction area into a flowing channel segment by a qualified fisheries biologist. 

In deeper or larger areas, water levels shall first be lowered to manageable levels using methods to ensure no impacts to fisheries and other 

special status aquatic species. A qualified fisheries biologist or aquatic ecologist shall then perform appropriate seining or other trapping 

procedures to a point at which the biologist is assured that almost all individuals within the construction area have been caught. These 

individuals shall be kept in buckets with aerators to ensure survival. They shall then be relocated to an appropriate flowing channel segment or 

other appropriate habitat as identified by the RCD in consultation with the NMFS and the DFG. Construction activities shall be prohibited from 

unnecessarily disturbing aquatic habitat. Federally threatened or endangered aquatic species that occur within the project area either as 

residents or non‐residents are Coho salmon, steelhead, Chinook salmon, green sturgeon, and tidewater goby. Introduced species, particularly 

Sacramento pikeminnow shall be documented and euthanized, as discussed under Mitigation 3.4.1‐4, below. (prior to dewatering)
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Mitigation 3.4.1‐1.10: Tidewater Goby Measures

Specific measures designed to avoid or mitigate for impacts to tidewater goby include the following stepwise approach, described in detail in 

the Draft Biological Assessment for Tidewater Goby under preparation for submittal to the United States Fish and Wildlife Service for 

consultation. These measures are:

1. Prior to commencement of construction, tidewater goby surveys shall be conducted in May at all previously identified tidewater goby survey 

sites. Tissue samples will be collected for genetic analysis;

2. Construction plans shall ensure avoidance of disturbance to existing tidewater goby habitat at “Site #6” (see Biological Assessment) a 

possible relocation site for tidewater gobies found prior to dewatering of the Salt River channel;

 

3. Immediately prior to construction season, a tidewater goby survey shall be conducted in May at all sites and Connick to collect tissue 

samples for genetic analysis;

4. For any necessary relocation of tidewater goby, or other aquatic species, seining shall be conducted prior to dewatering of the Salt River 

channel;

5. Captured goby, or other listed species, shall be appropriately relocated as follows:

a. Relocation of tidewater goby to Connick Ranch, providing genetic analysis so directs;

b. Relocation of tidewater goby to “Site #6” (as identified in the Draft Biological Assessment) providing genetic analysis so directs and 

landowner permission is provided;

c. Retention of existing Riverside Ranch habitat at two suitable sites (see Biological Assessment) and relocate tidewater goby to those sites

6. Most importantly, many acres of habitat suitable for tidewater goby shall be restored at Riverside Ranch as part of the project description;
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Mitigation 3.4.1‐2: Biological monitoring program and adaptive management

The RCD shall conduct reviews of the Riverside Ranch property on three occasions to determine the functionality of the newly constructed 

breach points and tidal habitat. These reviews shall take place at the time of breaching, three months following breaching, and one year 

following breaching. If at any time entrainment of fish is occurring, the RCD shall retain a hydrologist to review the performance of the project, 

and to recommend corrective measures. (At time of breaching 3 months following breaching, and 1 year following breaching)
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Mitigation Measure 3.5.1‐1.1: Utilize Best Management Practices to minimize fugitive dust

generation and assure compliance with North Coast Air Quality Management District rules for

particulates In order to minimize the generation of fugitive dust, the following best management practices shall be implemented during project 

construction.

‐ All active construction areas shall be watered at a rate sufficient to keep soil moist and prevent formation of wind‐blown dust.

‐ All trucks hauling soil, sand, and other loose materials shall be covered, or all trucks shall be required to maintain at least 2 feet of freeboard.

‐ All unpaved access roads, parking areas, and construction staging areas shall be paved, watered daily, or treated with non‐toxic soil stabilizers 

during construction.

‐ All paved access roads, parking areas, and construction staging areas shall be cleaned daily with water sweepers during construction.

‐ If visible soil is carried out onto adjacent streets, the area shall be washed with water or by a water sweeper truck.

‐ Hydroseeding or non‐toxic soil stabilizers shall be applied to inactive construction areas (previously graded areas inactive for ten days or 

more).

‐ Exposed stockpiles of dirt, sand, and similar material shall be enclosed, covered, watered daily, or treated with non‐toxic soil binders.
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Mitigation Measure 3.5.1‐1.1: Utilize Best Management Practices to minimize fugitive dust (cont)

‐ Traffic speeds on unpaved roads shall be limited to 10 miles per hour on untreated or dry surfaces. Travel at faster rates is permissible if 

roadway surfaces contain suffieincet moisture so as to prevent the generation of visible airborne particels.

‐ Sandbags, hay bales, or other erosion control measures shall be installed to prevent silt runoff to public roadways.

‐ Vegetation in disturbed areas shall be replanted as quickly as possible.

‐ Outdoor dust‐producing activities shall be suspended when high winds (>15 mph) create visible dust plumes in spite of control measures.

‐ Reasonable precautions shall be taken to prevent the entry of unauthorized vehicles onto the site during non‐work hours.

Construction activities associated with the Project shall comply with AQMD Rule 420 (Particulate Matter) and Rule 430 (Fugitive Dust 

Emissions), or succeeding AQMD rules that carry out the AQMD’s management program for particulate matter. Many of the Best Management 

Practices listed above are also cited in Rule 430.
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Mitigation Measure 3.5.1‐1.2: Minimize construction machinery emissions

• Contractors shall be required to:  

1) Comply with the Title 13 CCR Chapter 10, Section 2485 Airborne Toxic Control Measure to Limit Diesel‐Fuel Motor Vehicle Idling, and 

2) Maintain and tune equipment in accordance with manufacturer’s recommendations so as to minimize the release of air pollutants.  

1) Minimize idling time to 5 minutes for all trucks; and 

2) maintain properly tuned equipment.

• The North Coast Unified Air Quality Management District has submitted a letter of support pertaining to this measure. 

FEIR Both

84

Mitigation 3.6.1‐1: Noise from earthmoving and hauling of soils

a) Hours of construction for outdoor activities exceeding 50 dBA shall be limited to Monday through Friday 7:00 a.m. to 7:00 p.m. and 

weekends and holidays from 9:00 a.m. to 6:00 p.m. Saturday from 7:00 a.m. to 6:00 p.m. and Sundays and Holidays from 9:00 a.m. to 6:00 

p.m. Movement and hauling of material, and associated activities such as re‐fueling or maintenance, shall be limited to normal working hours 

for the area, as specified above. HCRCD provided "note to file" to amend working hours.

b) All equipment shall operate with factory‐equipped mufflers, and staging areas shall be located as far from residential uses as is practical. 

These conditions shall be incorporated into project contract specifications.

c) To the degree feasible, haul trucks shall use haul routes along the existing channel excavation path, or along roadways distant from sensitive 

receptors. The contractor shall determine the feasibility of developing haul roads along the channel excavation path. Design considerations 

shall include a minimum of three separate work sites (to minimize travel on County roads). Haul road construction shall be designed to 

minimize impacts; haul road designs shall include, but not be limited to the placement of geotextile fabric under the haul road for facilitated re‐

excavation and removal of bedload materials following project completion.

d) A haul‐truck route plan shall be developed. Hauling shall minimize passing any substantial collection of noisesensitive land uses (i.e. 

occupied houses, schools, hospitals), and shall be limited to less than 200 loads per day on any given road.

e) Larger capacity belly and end‐dump trucks as well as double‐trailers shall be utilized whenever feasible.
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Mitigation Measure 3.11.1‐1: Cease work and conduct assessment Inadvertent Discovery of Human Remains                                                                 

If human remains are discovered during project construction, work will stop at the discovery location, within 20 meters (66 feet), and any 

nearby area reasonably suspected to overlie adjacent to human remains (Public Resources Code, Section 7050.5). The Humboldt County 

coroner will be contacted to determine if the cause of death must be investigated. If the coroner determines that the remains are of Native 

American origin, it is necessary to comply with state laws relating to the disposition of Native American burials, which fall within the 

jurisdiction of the NAHC (Public Resources Code, Section 5097). The coroner will contact the NAHC. The descendants or most likely 

descendants of the deceased will be contacted, and work will not resume until they have made a recommendation to the landowner or the 

person responsible for the excavation work for means of treatment and disposition, with appropriate dignity, of the human remains and any 

associated grave goods, as provided in Public Resources Code, Section 5097.98. Work may resume if NAHC is unable to identify a descendant 

or the descendant failed to make a recommendation. The following text details procedures for treatment of an inadvertent discovery of 

Human Remains:

‐ Immediately following discovery of known or potential human remains all ground‐disturbing activities at the point of discovery shall be 

halted,

‐ No material remains shall be removed from the discovery site, a reasonable exclusion zone shall be cordoned off,

‐ The Project Manager shall be notified and the Project Manager shall contact the county coroner.

‐ It is highly recommended the services of a professional archaeologist be retained to immediately examine the find and assist the process.

‐ All ground‐disturbing construction activities in the discovery site exclusion area shall be suspended.

‐ The discovery site shall be secured to protect the remains from desecration or disturbance, with 24‐hour surveillance, if prudent.

‐ Discovery of Native American remains is a very sensitive issue, and all project personnel shall hold any information about such a discovery in 

confidence and divulge it only on a need‐to‐know basis.
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Mitigation Measure 3.11.1‐1: Cease work and conduct assessment Inadvertent Discovery of Human Remains (cont)                                                     

‐ The Coroner has two working days to examine the remains after being notified. If the remains are Native American, the Coroner has 24 hours 

to notify the Native American Heritage Council (NAHC) in Sacramento (telephone (916) 653‐4082). The NAHC is responsible for identifying and 

immediately notifying the Most Likely Descendant (MLD) of the deceased Native American.

‐ Within 24 hours of their notification by the NAHC, the MLD shall be granted permission by the landowner’s authorized representative to 

inspect the discovery site, if they so choose.

‐ Within 24 hours of their notification by the NAHC, the MLD shall recommend to the landowner and Project Manager means for treating or 

disposing, with appropriate dignity, the human remains and any associated grave goods. The Recommendation may include the scientific 

removal and nondestructive or destructive analysis of human remains and items associated with Native American burials.

‐ Whenever the NAHC is unable to identify a MLD, or the MLD identified fails to make a recommendation, or the landowner or his/her 

authorized representative rejects the recommendation of the MLD and mediation between the parties by the NAHC fails to provide measures 

acceptable to the landowner, the landowner or his/her authorized representatives shall re‐inter the human remains and associated grave 

offerings with appropriate dignity on the property in a location not subject to further subsurface disturbance.

‐ Following final treatment measures, the Project Manager or professional archaeologist shall ensure that a report is prepared that describes 

the circumstances, nature and location of the discovery, its treatment, including results of analysis (if permitted), and final disposition, 

including a confidential map showing the reburial location. Appended to the report shall be a formal record about the discovery site prepared 

to current California standards on DPR 523 form(s). Report copies will be distributed to the NCIC, NAHC and MLD. 
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Mitigation Measure 3.11.1‐1: Cease work and conduct assessment                                                                                                   Port Kenyon 

Culturally Sensitive Area

It is recommended that pre‐project archeological testing be conducted at this location to determine presence or absence of cultural materials 

within the proposed area of potential effects for this project. It appears that this location contains substantial overburden of flood soils, 

capping the historic ground surface. Deep auger boring or backhoe trenching is recommended to determine presence or absence of cultural 

materials within this sensitive area prior to any project related excavations.
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Mitigation 3.12.1.1: Traffic Control Plan

As part of the final construction documents, the contractor shall be required to submit a Traffic Control Plan corresponding to a Work 

Sequencing Schedule for review and approval by the construction manager prior to commencement of work. The Traffic Control Plan shall 

provide a narrative supported with figures depicting the haul routes anticipated to be utilized throughout the construction period and shall be 

developed in accordance to the California Manual on Uniform Traffic Control Devices (MUTCD) and applicable County of Humboldt 

encroachment permit conditions. The Traffic Control Plan shall detail the desired haul routes, public notification, required signage/flagging, 

potential lane/road closers, detour routes, provisions for providing temporary pedestrian access (if applicable) and provisions for maintaining 

access to all parcels. The use of Port Kenyon Road would be important for the transport of material and therefore the crossing replacement 

shall be scheduled for a time period when haul trucks would be using that portion of the road less frequently. The Traffic Control Plan shall be 

periodically updated throughout the course of the project. (Included in final construction documents)
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Mitigation 3.14.1‐2.1: Adapt and apply regional best management practices for managed marshes

BMPs are habitat‐based strategies that can be implemented when needed for mosquito control in managed wetlands. These strategies 

represent a range of practices that wetland managers can incorporate into existing habitat management plans or in the design of new wetland 

restoration or enhancement projects. Ideally, BMPs can be used to decrease the production of mosquitoes and reduce the need for chemical 

treatment without significantly disrupting

the ecological character, habitat function, or wildlife use in managed wetlands. Not all BMPs would be appropriate for a given wetland location 

or set of circumstances.

Timing of Managed Marsh Flooding and Drawdown (Nontidal Managed Open Water Options)

Timing of flooding and drawdown shall be coordinated with County Department of Public Health, adapted to current‐year temperature, rainfall 

patterns, and mosquito vector risks, to minimize mosquito production and vector risks.

Rapid Flooding and Drawdown of Managed Marsh

Marshes shall be flooded and drawn down (emerged bed) as quickly as operational controls allow.

Water Control

Once wetlands have been flooded, water surface elevations shall minimally fluctuate prior to drawdown, except during winter periods of low 

mosquito production. Minimal fluctuation is based on the need to circulate water (maximize turnover). In managed wetland areas, marsh 

submergence depths shall be managed to maximize areas with minimal initial flooding depths of two feet.

Wetland Design Features to Reduce Mosquito Production

Managed wetland edges shall be constructed to enable efficient access by vector control field crews for monitoring and treatment. Edge slopes 

of managed nontidal marsh areas shall be steeper than to 4:1 (horizontal to vertical). Open water areas with sufficient fetch and wind‐wave 

turbulence to minimize mosquito production shall be interspersed within managed marsh, at least 20 percent of total area. Floating aquatic 

vegetation shall be actively suppressed in open water areas within managed marsh. (Design and Construction Phases, and Post‐Construction)
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1. All in‐stream construction and maintenance activities, including channel excavation, will be conducted between 15 June and 15 October, 

with extension to 31 October, if rainless.

a) Prior to in‐stream construction activities in 2012, temporary coffer dams (described above) will be placed upstream of the active work zone 

to control stream flow from the Salt River tributaries (including Coffee, Williams, Francis, Reas, and Smith creeks). A combination of pumped 

and/or gravity diversion pipes will be used to route flow around the active work areas. Fish screens (maximum 1/16‐inch (in) opening mesh 

screen) will be installed immediately upstream from the coffer dams to prevent aquatic organisms, including tidewater gobies, from being 

exposed to pumps.

b) 1‐2 days prior to installation of the coffer dams, and again after installation of coffer dams but prior to dewatering the channel, fish will be 

captured and removed by seining or dip netting (using the Service approved methods) in known tidewater goby habitats (Sites 2, 3, 5, and 6; 

see Figure 3) by biologists qualified to handle tidewater gobies under a scientific recovery permit pursuant to section 10(a)(1)(A) of the Act. 

Gobies from Sites 2 or 3 may be relocated (see measure "d" below).

c) Appropriate dewatering techniques will be employed to minimize the potential for fish entrainment. A maximum 1/16‐in opening mesh 

screen will be used around pump inlets to prevent the potential entrainment of fish species during dewatering.

d) Qualified biologists will also be on location during dewatering to capture and relocate any stranded gobies (and other fish). Dewatering will 

concentrate gobies (and other fish) into smaller areas allowing for their capture and relocation. The qualified biologist will identify, record, and 

report to the Service all gobies captured and relocated, or the occurrence of any mortality. Where tidewater gobies may occur, capture 

methods will be limited to beach seines, dip nets, or minnow traps as per Appendix F., Recovery Plan for the Tidewater Goby (Service 2005). 

Tidewater gobies that are captured will be placed in as‐gallon bucket, in water from the location captured, and relocated within 30 minutes of 

being captured. Specific sites for relocation were determined based on results of genetic analysis, landowner permission, and suitability of 

habitat, and were decided in coordination with the Service. Connick Ranch, where gobies have been detected (Figure 4) was determined to be 

a suitable relocation site for tidewater gobies from Riverside Ranch.
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2. At Sites 2, 3, 5, and 6 on Riverside Ranch, where tidewater gobies were detected during surveys conducted by the Service on 4 May 2010 

(Service 2010; Figure 3), conservation measures, that are intended to protect existing tidewater goby habitat, will be implemented through the 

following modifications and/or construction:

a) Sites 2 and 3: The culverts, tide gates, scour holes, downstream tidal channels and adjacent levees at these sites will not be permanently 

modified or disturbed during construction activities. However, these sites will be temporarily impacted during dewatering and excavation of 

the Salt River channel, which will temporarily eliminate tidal exchange via the small connector channels between the scour holes and 

mainstem Salt River.

b) Sites 5 and 6: Both sites are scour holes formed on the out‐board side of culverts equipped with tide gates. These culverts drain winter flood 

waters out of the adjacent pastures to the mainstem Salt River. At both sites, the levees and culverts will either be retained, plugged and 

retained, or removed and the levee repaired with compatible fill material. The tidal channels and associated structures connecting these sites 

to the mainstem Salt River will not be disturbed or altered. A new 48‐inch diameter culvert with tidegate will be installed through the new 

setback berm between the outboard drainage ditch and existing outboard tidal channel(s) connected to Salt River. It is unknown if the culverts 

at Sites 5 and 6 will continue to function similar to existing conditions after installation of the new culvert (i.e., seasonally draining lands to the 

north of winter storm waters and maintaining the existing scour holes); however, if tidewater goby habitat at Sites 5 and 6 is reduced or lost, it 

will be more than compensated for throughout the project site.
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3. A qualified biologist will provide environmental awareness training to all construction personnel before construction begins. The training will 

include descriptions of sensitive species, and discussion of all required protection measures.
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4. In accordance with Federal and State endangered species acts, all observations of sensitive species will be reported to the appropriate 

agency (the Service).
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5. A Stormwater Pollution Prevention Plan (SWPPP) has not yet been developed but will be prepared and implemented by the contractor to 

ensure that water quality in the Salt River and tributaries is not degraded during construction activities and until the disturbed areas are 

stabilized and erosion potential is minimized. The SWPPP will detail erosion and sediment Best Management Practices (BMPs) that will be 

implemented to prevent entry of storm water runoff into the excavation site, entrainment of excavated contaminated materials leaving the 

site, and entry of polluted storm water runoff into coastal waters during transportation and storage of excavated materials. BMPs that will be 

implemented as part of the SWPPP will include:

a) Coffer dams or other temporary fish barriers/water control structures will be placed in the channel during low tide, and will only be 

removed during low tide (if possible), after work is completed.

b) Because coffer dams will be installed and the channel will be dewatered prior to excavation, equipment will not be operated directly within 

tidal waters or stream channels of flowing streams, after fish removal efforts have been completed.

c) Silt fences and or silt curtains will be deployed in the vicinity of the coffer dams and at excavation of sloughs at culvert installation and 

removal areas to prevent any sediment from flowing into the creek or wetted channels. If the silt fences are not adequately containing 

sediment, construction activity will cease until remedial measures are implemented that prevents sediment from entering the waters below.

d) Sediment sources will be controlled using fiber rolls, sediment basins, and/or check dams that will be installed prior to or during grading 

activities and removed once the site has stabilized.

e) Erosion control may include seeding (using natural material), mulching, erosion control blankets, plastic coverings, and geotextiles that will 

be implemented after completion of construction activities.
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5 (cont).

f) Excess water will be pumped into the surrounding fields to prevent sedimentladen water from entering the stream channel. When internal 

sloughs are connected to the mainstem Salt River, excavation will occur during a rising tide so that water flows into the marsh and sediment 

has a chance to settle out, allowing impacts of turbid water generated from excavations necessary for connection of the sloughs to the 

mainstem to be minimized by settlement and dilution.

g) Appropriate energy dissipation devices will be utilized to reduce or prevent erosion at discharge end of dewatering activity.

h) Turbidity and pH monitoring will be conducted in the Salt River throughout the site stabilization period to ensure that water quality is not 

being degraded as per the AMP. Turbid water will be contained and prevented from being transported in amounts that are deleterious to fish, 

or in amounts that could violate state pollution laws. Silt fences or water diversion structures will be used to contain sediment. If sediment is 

not being contained adequately, as determined by visual observation, the activity will cease. The Regional Water Quality Control Board 

(RWQCB) 401 water quality certification and the SWPPP will contain turbidity and pH thresholds for the construction period, which will require 

downstream monitoring.                                                                                                                                                                                                                       

i) Exposed surfaces above high marsh, down to 7‐8 ft elevation (NAVD88), will be mulched and seeded with appropriate native seed after the 

work has been

completed.

j) Construction materials, debris, and waste will not be placed or stored where it can enter into or be washed by rainfall into waters of the 

U.S./State.

k) Upland areas will be used for equipment refueling. If equipment must be washed, washing will occur where wash water cannot flow into 

wetlands or waters of the U.S./State.
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5 (cont).

l) Operators of heavy equipment, vehicles, and construction work will be instructed to avoid sensitive habitat areas. To ensure construction 

occurs in the designated areas and does not impact environmentally sensitive areas, the boundaries of the work area will be fenced or marked 

with flagging.

m) Equipment when not in use will be stored outside of the slough channel and above high tide elevations.

n) All construction equipment will be maintained to prevent leaks of fuels, lubricants or other fluids into the Salt River. Service and refueling 

procedures will be not conducted where there is potential for fuel spills to seep or wash into the slough.

o) Extreme caution will be used when handling and/or storing chemicals and hazardous wastes (e.g., fuel and hydraulic fluid) near waterways, 

and any and all applicable laws and regulations will be followed. Appropriate containment and spill cleanup materials will be on site to prevent 

and manage spills.

p) All trash and waste items generated by construction or crew activities will be properly contained and removed from the project area.

q) After work is completed, project staff will ensure that the area is recontoured as per approved specifications. If necessary, restoration work 

(including revegetation and soil stabilization) will be performed in conformance with the Revegetation and SWWP plans.
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6. An AMP has been prepared and will be implemented. It includes long‐term monitoring of erosion, sediment control, water quality, habitat 

development, vegetation maintenance, and BMPs for management actions. Monitoring and management actions that affect tidewater gobies 

include:

a) Tidewater goby surveys will be conducted every year for 5 years on Riverside Ranch, using the protocol described in the Recovery Plan for 

the tidewater goby (Service 2005; Appendix F), and in habitats specifically created to support gobies. If gobies continue to be detected each 

year for 5 years, then monitoring will be discontinued at the end of that monitoring period. As described in the Service protocol, surveys will 

be conducted in two sampling periods qetween July 1 and October 31, as this period is the time of highest abundance for the species in 

general, and therefore, the period of highest chance of detection. The two sampling periods will be separated by at least 30 days to 

accommodate changes in water level, seasonal movements, or other functions that result in m~vement of gobies within the survey area. All 

surveys will be recorded and reported, including surveys that do not detect tidewater gobies, following the Service (2005) Recovery Plan survey 

protocol (Appendix F).

b) "Following the Table 4 in the AMP, dissolved oxygen, temperature, and salinity will be monitored for a minimum of 5 years in the Salt River 

channel and Riverside Ranch to ensure that water quality is adequate to support tidewater gobies. If water quality is degraded and not 

adequate to support tidewater gobies, management actions (AMP Table 3) will be taken to improve water quality.

c) Tidal exchange will be monitored following Table 1 in the AMP for a minimum of 5 years in the Salt River channeland Riverside Ranch to 

determine if the project has established the desired tidal exchange, functional tidal prism, and salinity structure. Management actions will be 

taken if the desired tidal exchange is not achieved as described in the AMP.
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7. If plant removal activities are to occur where tidewater gobies have been detected, or in suitable habitat for tidewater gobies, the Service 

will be contacted.
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3. Construction Responsibilities & Standards

The authorized work shall comply with the following construction responsibilities and standards:

(A) Prior to the commencement of any development authorized under this CDP, the permittee shall ensure that all on‐site workers and 

contractors understand and agree to observe the standards for work outlined in this permit and in the detailed project description included as 

part of the application submittal and as revised by these conditions.
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3. (B) Prior to commencement of ground‐disturbing activities associated with both Phase 1 and Phase 2 construction, appropriate erosion, 

sediment, and runoff control measures shall be deployed in accordance with the final Storm Water Pollution Prevention Plan approved 

pursuant to Special Condition No. 4, and all measures shall be properly maintained throughout the duration of construction activities. 
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3. (C) Prior to the commencement of construction, the limits of the work areas and staging areas shall be delineated in cooperation with a 

qualified biologist, limiting the potential area affected by construction and ensuring that all agricultural lands, wetlands, and other 

environmentally sensitive habitats adjacent to construction areas are avoided during construction. All vehicles and equipment shall be 

restricted to pre‐established work areas and haul routes and to established or designated staging areas;
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3. (D) During construction, all trash shall be properly contained, removed from the work site, and disposed of on a regular basis to avoid 

contamination of habitat during construction activities. Any debris inadvertently discharged into coastal waters shall be recovered immediately 

and disposed of consistent with the requirements of this coastal development permit;
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3. (E) All construction debris, including demolished fencing materials, gating, water lines, agricultural structures, and other related debris, shall 

be removed from the project site and disposed of in an upland location outside of the coastal zone or at an approved disposal facility pursuant 

to the final debris disposal plans approved pursuant to Special Condition No. 6;
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3. (F) Channels shall be dewatered prior to excavation under the supervision of a qualified aquatic biologist in accordance with the fish and 

aquatic resources protection measures required by Special Condition No. 7.
CDP NOI Both

102
3. (G) Prior to commencement of channel excavation, coffer dams or other temporary fish barriers shall be placed in the river channel during 

periods of low tide only. Dams and barriers shall be removed following completion of construction during periods of low tide;
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3. (H) The following seasonal restrictions shall apply to the authorized construction work:

1. Out‐of‐channel grading, excavation, and other earth‐moving activities shall only be conducted during the dry season period of June 1 

through October 15 except as provided below. If rainfall is forecast during the time construction activities are being performed, BMPs shall be 

implemented in conformance with the final SWPPP approved pursuant to Special Condition No. 4. Any grading excavation, and other earth‐

moving activities that cannot feasibly be conducted within the June 1 through October 15 time period may be conducted between April 15 and 

May 31 and/or between October 16 and November 30 subject to the following conditions:

a. All work shall cease upon the onset of precipitation at the project site and shall not recommence until the predicted chance of rain is less 

than 40 percent for the Ferndale area;

b. The work site(s) shall be winterized between work cessation periods by installing stormwater runoff and erosion control barriers around the 

perimeter of each construction site to prevent the entrainment of sediment into coastal waters;

c. Adequate stocks of stormwater runoff and erosion control barrier materials shall be kept onsite and made available for immediate use.

CDP NOI Both
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3. (H) 2. In‐channel construction and maintenance activities shall be limited to (a) the dry season period of June 1 through November 30 only, 

subject to subsections 1.a‐c above; and (b) any more restrictive time period within the June 1‐November 30 timeframe if required by NOAA‐

Fisheries, Fish & Wildlife Service, or the Department of Fish & Game

CDP NOI Both
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3. (I) Excess excavated sediments not proposed for reuse on site in accordance with the approved final construction plans shall be disposed of 

either off‐site in a confirmed upland area outside of the coastal zone in conformance with the approved final debris disposal plans required by 

Special Condition No. 6 or placed in an upland area of an agricultural property in the coastal zone in conformance with an approved final 

sediment reuse plan approved pursuant to Special Condition No. 13;

CDP NOI Both
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3. (J) Excess ground water shall not be pumped or discharged into wetland areas on surrounding fields outside of the project area footprint to 

prevent sediment‐laden water from entering coastal waters or wetlands;
CDP NOI Both



107 3. (K) In‐stream erosion and turbidity control measures shall be implemented during channel dredging activities; CDP NOI Both
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3. (L) Equipment staging and materials stockpiling areas shall be limited to the locations and sizes specified in the approved final plans. 

Construction vehicles shall be restricted to designated haul routes. Construction equipment and materials shall be stored only in designated 

staging and stockpiling areas as depicted on the final plans approved pursuant to Special Condition No. 5;

CDP NOI Both
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3. (M) Any fueling and maintenance of construction equipment shall occur within upland areas outside of environmentally sensitive habitat 

areas or within designated staging areas. Mechanized heavy equipment and other vehicles used during the construction process shall not be 

refueled or washed within 100 feet of coastal waters;

CDP NOI Both
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3. (N) Fuels, lubricants, and solvents shall not be allowed to enter the coastal waters or wetlands. Hazardous materials management equipment 

including oil containment booms and absorbent pads shall be available immediately on‐hand at the project site, and a registered first‐

response, professional hazardous materials clean‐up/remediation service shall be locally available on call. Any accidental spill shall be rapidly 

contained and cleaned up; 

CDP NOI Both

111
3. (O) Upon completion of construction activities and prior to the onset of the rainy season, all bare soil areas shall be seeded in compliance 

with Special Condition No. 12 and mulched with weed‐free rice straw.
CDP NOI Both
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4. Final Storm Water Pollution Prevention Plan

(A) PRIOR TO COMMENCEMENT OF DEVELOPMENT OTHER THAN AUTHORIZED VEGETATION REMOVAL, the applicant shall submit, for the 

review and approval of the Executive Director, a final Storm Water Pollution Prevention Plan (SWPPP) for Phase 1 construction activities. PRIOR 

TO COMMENCEMENT OF PHASE TWO (2) DEVELOPMENT, the applicant shall submit, for the review and approval of the Executive Director, a 

final SWPPP for Phase 2 construction activities. The final SWPPPs shall include provisions for all of the following:

1. Runoff from the project site shall not increase sedimentation in coastal waters or wetlands post‐construction. During construction runoff 

from the project site shall not increase sedimentation in coastal waters beyond what’s allowable under the final Water Quality Certification 

approved for the project by the North Coast Regional Water Quality Control Board;

2. Runoff from the project site shall not result in other pollutants entering coastal waters or wetlands during construction or post‐construction;

3. Best Management Practices (BMPs) shall be used to prevent the entry of polluted stormwater runoff into coastal waters and wetlands 

during construction and post‐construction, including use of relevant BMPs as detailed in the current California Storm Water Quality Best 

Management Handbooks (http://www.cabmphandbooks.com);

4. An on‐site spill prevention and control response program, consisting of best management practices (BMPs) for the storage of clean‐up 

materials, training, designation of responsible individuals, and reporting protocols to the appropriate public and emergency services agencies 

in the event of a spill, shall be implemented at the project to capture and clean‐up any accidental releases of oil, grease, fuels, lubricants, or 

other hazardous materials from entering coastal waters or wetlands;

5. A schedule for installation and maintenance of appropriate construction source‐control BMPs to prevent entry of stormwater runoff into the 

construction site and the entrainment of excavated materials into runoff leaving the construction site; and

6. The SWPPPs shall be consistent with the provisions of all other terms and conditions of Coastal Development Permit No. 1‐10‐032.

CDP NOI Both
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 4. Final Storm Water Pollution Prevention Plan (cont) 

(B) The permittee shall undertake development in accordance with the approved final storm water pollution prevention plans. Any proposed 

changes to the approved final plans shall be reported to the Executive Director. No changes to the approved final plans shall occur without a 

Commission amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally required.

CDP NOI Both
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5. Final Construction Plans

(A) PRIOR TO COMMENCEMENT OF DEVELOPMENT OTHER THAN AUTHORIZED VEGETATION REMOVAL, the applicant shall submit, for the 

review and approval of the Executive Director, final plans for Phase One (1) construction that substantially conform with the Phase 1 

construction 75 percent plans prepared by Kamman Hydrology & Engineering, Inc. dated May 2011 and which are consistent with all Special 

Conditions of Coastal Development Permit No. 1‐10‐032;

CDP NOI Both
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5. Final Construction Plans (cont)

(B) PRIOR TO COMMENCEMENT OF PHASE TWO (2) DEVELOPMENT OTHER THAN AUTHORIZED VEGETATION REMOVAL, the applicant shall 

submit, for the review and approval of the Executive Director, both of the following:

1. Final plans for Phase Two (2) construction that substantially conform with the Phase 2 construction 50 percent plans prepared by Winzler & 

Kelly and Michael Love & Associates dated May 2011 and which are consistent with all Special Conditions of Coastal Development Permit No. 1‐

10‐032; and

CDP NOI Phase II
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5. Final Construction Plans (cont)

(B) PRIOR TO COMMENCEMENT OF PHASE TWO (2) DEVELOPMENT OTHER THAN AUTHORIZED VEGETATION REMOVAL, the applicant shall 

submit, for the review and approval of the Executive Director, both of the following:

2. Final project plans for the construction of the Francis Creek culvert replacement at Port Kenyon Road that substantially conform with the 

preliminary plans prepared by Humboldt County dated January 7, 2011.

CDP NOI Phase II
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5. (C) The permittee shall undertake development in accordance with the approved final construction plans. Any proposed changes to the 

approved final plans shall be reported to the Executive Director. No changes to the approved final plans shall occur without a Commission 

amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally required.

CDP NOI Both
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21. Protection of Archaeological Resources

(A) PRIOR TO COMMENCEMENT OF PHASE 2 DEVELOPMENT, the additional pre‐project survey recommended by the archaeological report in 

the location between Port Kenyon and the Salt River be conducted and a qualified cultural resource specialist analyze the significance of any 

resources discovered. If an area of historic or prehistoric cultural resources or human remains are discovered during the course of the project 

or pre‐construction testing, all construction within twenty (20) meters of the discovery shall cease and shall not recommence except as 

provided in subsection (B) hereof, and a qualified cultural resources specialist shall analyze the significance of the find.

CDP NOI Both



118

21. Protection of Archaeological Resources (cont)

(B) A permittee seeking to recommence construction following discovery of the cultural deposits shall submit an archaeological plan for the 

review and approval of the Executive Director.

1. If the Executive Director approves the Archaeological Plan and determines that the Archaeological Plan’s recommended changes to the 

proposed development or mitigation measures are de minimis in nature and scope, construction may recommence after this determination is 

made by the Executive Director. 

2. If the Executive Director approves the Archaeological Plan but determines that the changes therein are not de minimis, construction may not 

recommence until after an amendment to this permit is approved by the Commission. 

CDP NOI Both
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23. State Lands Commission Review

PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall provide to the Executive Director a written determination 

from the State Lands Commission that:

(A) No State or public trust lands are involved in the development; or

(B) State or public trust lands are involved in the development and all permits required by the State Lands Commission have been obtained; or

(C) State or public trust lands may be involved in the development, but pending a final determination an agreement has been made with the 

State Lands Commission for the approved project as conditioned by the Commission to proceed without prejudice to that determination.

CDP NOI Both
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24. Department of Fish & Game Consistency Determination 

PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall provide, for the review and written approval of the Executive 

Director, a copy of a Consistency Determination (CD) and/or Incidental Take Permit issued by the Department of Fish and Game pursuant to 

the California Endangered Species Act, or evidence that no CD or ITP is required. The applicant shall inform the Executive Director of any 

changes to the project required by the Department. Such changes shall not be incorporated into the project until the applicant obtains a 

Commission amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally required.

CDP NOI Both
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25. Department of Fish & Game SAA Approval

PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall provide, for the review and written approval of the Executive 

Director, a copy of a Streambed Alteration Agreement (SAA) issued by the Department of Fish and Game, or evidence that no SAA is required. 

The applicant shall inform the Executive Director of any changes to the project required by the Department. Such changes shall not be 

incorporated into the project until the applicant obtains a Commission amendment to this coastal development permit, unless the Executive 

Director determines that no amendment is legally required.

CDP NOI Both

122

26. Regional Water Quality Control Board Approval

PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall provide, for the review and written approval of the Executive 

Director, a copy of a permit issued by the North Coast Regional Water Quality Control Board, or evidence that no permit is required. The 

applicant shall inform the Executive Director of any changes to the project required by the Board. Such changes shall not be incorporated into 

the project until the applicant obtains a Commission amendment to this coastal development permit, unless the Executive Director determines 

that no amendment is legally required.

CDP NOI Both
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27. U.S. Army Corps of Engineers Approval

PRIOR TO COMMENCEMENT OF PHASE ONE (1) CONSTRUCTION, the permittee shall provide to the Executive Director a copy of a permit or 

permit amendment issued by the Army Corps of Engineers, or letter of permission, or evidence that no permit or permission is required. The 

applicant shall inform the Executive Director of any changes to the project required by the Army Corps of Engineers.  Such changes shall not be 

incorporated into the project until the applicant obtains a Commission amendment to this coastal development permit, unless the Executive 

Director determines that no amendment is legally required.

CDP NOI Both
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28. Submittal of Final Federal Biological Opinions

PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall submit evidence, for the review and written approval of the 

Executive Director, that the National Marine Fisheries Service (NOAA‐Fisheries) and the U.S. Fish and Wildlife Service have issued final 

Biological Opinions, and, if necessary, Incidental Take Permits, in support of the project authorized by this permit and that are consistent with 

all terms and conditions of this permit.  The applicant shall inform the Executive Director of any changes to the project required by the federal 

agencies. Such changes shall not be incorporated into the project until the applicant obtains a Commission amendment to this coastal 

development permit, unless the Executive Director determines that no amendment is legally required.

CDP NOI Phase I
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29. Caltrans Encroachment Permit

PRIOR TO COMMENCEMENT OF PHASE TWO (2) CONSTRUCTION, the applicant shall provide to the Executive Director a copy of an 

encroachment permit issued by Caltrans for project activities located around Highway 211, or evidence that no permit is required. The 

applicant shall inform the Executive Director of any changes to the project required by Caltrans. Such changes shall not be incorporated into 

the project until the applicant obtains a Commission amendment to this coastal development permit, unless the Executive Director determines 

that no amendment is legally required.

CDP NOI Phase II

126

30. Humboldt County Encroachment Permit 

PRIOR TO COMMENCEMENT OF PHASE ONE (1) CONSTRUCTION, the applicant shall submit for the review and approval of the Executive 

Director a copy of an encroachment permit issued by Humboldt County, or evidence that no permit is required.  The applicant shall inform the 

Executive Director of any changes to the project required by the County. Such changes shall not be incorporated into the project until the 

applicant obtains a Commission amendment to this coastal development permit, unless the Executive Director determines that no amendment 

is legally required

CDP NOI Both
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1.1 Documentation at Project Site. Permittee shall make the Agreement, any extensions and amendments to the Agreement, and all related 

notification materials and California Environmental Quality Act (CEQA) documents, readily available at the project site at all times and shall be 

presented to DFG personnel, or personnel from another state, federal, or local agency upon request.  

CDFG‐1600 Both
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1.2 Providing Agreement to Persons at Project Site.  Permittee shall provide copies of the Agreement and any extensions and amendments to 

the Agreement to Construction Management Staff working on the project at the project site on behalf of Permittee, including but not limited 

to contractors, subcontractors, inspectors, and monitors. 

CDFG‐1600 Both
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1.3 Notification of Conflicting Provisions.  Permittee shall notify DFG if Permittee determines or learns that a provision in the Agreement might 

conflict with a provision imposed on the project by another local, state, or federal agency.  In that event, DFG shall contact Permittee to 

resolve any conflict. 

CDFG‐1600 Both
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1.4 Project Site Entry.  Permittee agrees that DFG personnel may enter the project site with 48 hours notice to verify compliance with the 

Agreement.
CDFG‐1600 Both
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1.5 DFG Notification of Work Initiation and Completion.  The Permittee shall contact DFG within the 7‐day period preceding the beginning of 

work permitted by this Agreement.  Information to be disclosed shall include Agreement number, and the anticipated start date.  The 

Permittee shall contact DFG within thirty days of completion of the work permitted by this Agreement.  Information to be disclosed shall 

include Agreement number.

CDFG‐1600 Both
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2.1 Except where otherwise stipulated in this Agreement, all work shall be in accordance with the work plan submitted with Notification No. 

1600‐2011‐0107‐R1, as of May 5, 2011, and the final DFG approved Adaptive Management Plan.
CDFG‐1600 Both
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2.2 PROJECT CONDITIONS for TIME RESTRICTIONS on CONSTRUCTION and ADAPTIVE MANAGEMENT ACTIVITIES

2.2.1 Work in the Stream Channel and Sediment Management Areas

Work in the stream channel above tidal influence on the Salt River and adjacent sediment management areas, shall be confined to the period 

June 15 to October 15, and July 1 to October 15 for the Riverside Ranch project area, unless written authorization from DFG is received to 

extend the work period.  Seasonal reclamation activities shall be completed prior to October 15 unless an extension of the work period is 

obtained in writing from DFG.  Sediment management sites shall be left in a reclaimed condition at the end of each work day for extended 

work period operations occurring after October 15.  A reclaimed condition shall be achieved by activities that include but are not limited to, 

removal of sediment stockpiles, the filling of depressions that may trap fish and the reshaping of bars to meet the prescribed post‐extraction 

slopes.

CDFG‐1600 Both
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2.2 PROJECT CONDITIONS for TIME RESTRICTIONS on CONSTRUCTION and ADAPTIVE MANAGEMENT ACTIVITIES

2.2.2 Riparian Vegetation Restoration Activities

 Riparian restoration activities shall take place between November 1 and May 1 in any given year.  
CDFG‐1600 Both
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2.2 PROJECT CONDITIONS for TIME RESTRICTIONS on CONSTRUCTION and ADAPTIVE MANAGEMENT ACTIVITIES

2.2.3 Riparian Vegetation Management Activities

Work in riparian areas, including the trimming and/or removal of existing dense and unfeasible to survey stands of vegetation, shall be 

confined to the period August 15 to March 1  In areas with less dense riparian vegetation that can be adequately surveyed by a qualified 

biologist for nesting willow flycatcher and other nesting birds, which will be determined in consultation with DFG personnel, riparian 

vegetation removal may occur between March 1 to August 15.

CDFG‐1600 Both
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2.3 PROJECT CONDITIONS for VARIANCES from CORE OPERATING TIME PERIODS

2.3.1 Extension of the Work Period

If weather conditions permit, and the Permittee wishes to extend work after October 15, a written request shall be made to DFG at least 5 

working days before the proposed work period variance.  Written approval (letter, e‐mail, or fax) for the proposed time extension must be 

received from DFG before work begins.

CDFG‐1600 Both
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2.3 PROJECT CONDITIONS for VARIANCES from CORE OPERATING TIME PERIODS

2.3.2  Annual Reclamation Period

Between October 1 and October 15, sediment management area reclamation shall occur.  Reclamation activities include, but are not limited 

to, removing sediment stockpiles from below top of bank areas, filling in low areas and depressions that may trap fish, and reshaping bars to 

meet the prescribed post extraction slopes.  The Permittee may request, in writing, an extension from DFG to continue to remove sediment 

after October 1 as long as the removal area is left in a reclaimed condition at the end of each work day.
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2.4 FLOODPLAIN RESTORATION ACTIVITIES

Floodplain Restoration Plans

Construction work (except for vegetation removal) shall not commence for any given phase (Phase 1 and 2) until 100% engineered design plans 

for that respective phase have been completed and sent to DFG for review and approval.  Design plans shall include the construction of a low 

flow channel within the proposed wetted channel boundaries.  DFG will review, comment, and approve of 100% design plans within 30 days of 

receipt
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2.5 RIPARIAN RESTORATION/ENHANCEMENT

2.5.1 Riparian Restoration

At least 82 acres of riparian restoration and/or enhancement shall be implemented within the Salt River Ecosystem Restoration Enhancement 

Project.  Plant species to be planted shall be representative of riparian areas within the lower Eel River Watershed.  Redwood trees shall not be 

planted in the project area.  DFG shall review and approve of proposed plant species to be utilized prior to the implementation of riparian 

restoration activities.  Planted trees shall be monitored post‐project for a minimum of five years to ensure rooting and long term success per 

the Habitat Mitigation and Monitoring Plan.  Dead and/or dying trees shall be replaced.
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2.5 RIPARIAN RESTORATION/ENHANCEMENT

2.5.2 Active Bench and Erosion Control Seedling

Active bench seed mix shall not contain slender wheatgrass (Elymus trachycaulus).  Leymus vancouverensis shall be substituted for wheatgrass.  

The species of sedge to be utilized in the seed mix shall be approved by DFG prior to use.  The erosion control seed mix shall be approved by 

DFG prior to use.  This seed mix shall include the scientific and common names of all plants to be used for vegetation restoration.

CDFG‐1600 Both

141

2.5 RIPARIAN RESTORATION/ENHANCEMENT

2.5.3 Cattle exclusion fencing

 All cattle exclusion/riparian buffer fencing shall be located at the top of the restored Salt River bankfull active channel or greater
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2.6 FISH REMOVAL ACTIVIES

Prior to dewatering a construction site or conducting any other instream work on Phase 1 and 2 of the project, fish and amphibian species shall 

be captured and relocated by DFG personnel (or designated agents).  Prior to conducting maintenance activities that will require fish capture 

and relocation, an Incidental Take Permit (ITP) shall be obtained by the Permittee. No ITP or Consistency Determination shall be necessary if 

DFG conducts fish removal prior to maintenance operations.  The following measures shall be taken to minimize harm and mortality to listed 

salmonids resulting from fish relocation and dewatering activities:

a) Fish relocation and dewatering activities shall only occur between June 15 and October 15 of each year.  

b) Fish relocation shall be performed by a qualified fisheries biologist, with all necessary State and Federal permits.  Rescued fish shall be 

moved to the nearest appropriate site outside of the work area.  A record shall be maintained of all fish rescued and moved.  The record shall 

include the date of capture and relocation, the method of capture, the location of the relocation site in relation to the project site, and the 

number and species of fish captured and relocated.  The record shall be provided to DFG within two weeks of the completion of the work 

season or project, whichever comes first. 

c) Electrofishing shall be conducted by properly trained personnel following NOAA Guidelines for Electrofishing Waters Containing Salmonids 

Listed under the Endangered Species Act, June 2000.

d) Block nets or other impassable barriers shall be installed at the upstream and downstream ends of the project areas to prevent fish from re‐

entering the work site.

e) Prior to capturing fish, the most appropriate release location(s) shall be determined.  The following shall be determined:

i) Temperature: Water temperature shall be similar as the capture location.

ii) Habitat: There shall be ample habitat for the captured fish.

iii) Exclusions from work site:  There shall be a low likelihood for the fish to reenter the work site or become impinged on exclusion net or 

screen
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2.6 FISH REMOVAL ACTIVIES (cont)

f) The most efficient method for capturing fish shall be determined by the biologist.  Complex stream habitat generally requires the use of 

electrofishing equipment, whereas in outlet pools, fish may be concentrated by pumping‐down the pool and then seining or dipnetting fish.   

g) Handling of salmonids shall be minimized.  However, when handling is necessary, always wet hands or nets prior to touching fish.

h) Temporarily hold fish in cool, shaded, aerated water in a container with a lid. Provide aeration with a battery‐powered external bubbler. 

Protect fish from jostling and noise and do not remove fish from this container until time of release.

i) Air and water temperatures shall be measured periodically.  A thermometer shall be placed in holding containers and, if necessary, 

periodically conduct partial water changes to maintain a stable water temperature.  If water temperature reaches or exceeds 18 °C, fish shall 

be released and rescue operations ceased.

j) Overcrowding in containers shall be avoided by having at least two containers and segregating young‐of‐year (YOY) fish from larger age‐

classes to avoid predation.  Larger amphibians, such as Pacific giant salamanders, shall be placed in the container with larger fish.  If fish are 

abundant, the capturing of fish and amphibians shall cease periodically and shall be released at the predetermined locations.

k) Species and year‐class of fish shall be visually estimated at time of release.  The number of fish captured shall be counted and recorded.  

Anesthetization or measuring fish shall be avoided.
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2.6 FISH REMOVAL ACTIVIES (cont) 

l) If feasible, initial fish relocation efforts shall be performed several days prior to the start of construction.  This provides the fisheries biologist 

an opportunity to return to the work area and perform additional electrofishing passes immediately prior to construction.  In many instances, 

additional fish will be captured that eluded the previous day's efforts.

m) If mortality during relocation exceeds five percent, capturing efforts shall be stopped and the appropriate agencies shall be contacted 

immediately.

n) All Sacramento pikeminnow and American bullfrogs captured during fish relocation activities shall be removed and euthanized.

o) The responsible party shall minimize the amount of wetted stream channel that is dewatered at each individual project site to the fullest 

extent possible.

p) Additional measures to minimize injury and mortality of salmonids during fish relocation and dewatering activities shall be implemented as 

described in Part IX, pages 52 and 53 of the California Salmonid Stream Habitat Restoration Manual.
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2.7 WATER DIVERSIONS

 Where flowing water is present during operations:

a) Cofferdams shall be installed to divert stream flow and isolate and dewater the work site, and to catch any sediment‐laden water and 

minimize sediment transport downstream. Cofferdams shall be constructed of non‐polluting materials including sand bags, water bags, 

concrete ecology blocks, rock, native soil with appropriate erosion/sediment control measures and/or plastic tarps. 

b) Dewatering shall be coordinated with a qualified fisheries biologist to perform fish and amphibian relocation activities.

c) Flowing water shall be cleanly bypassed and/or prevented from entering the work area through pumping or gravity flow, and cleanly 

returned to the stream below the work area. Stream flow below the work area shall be maintained similar to the unimpeded flow at all times.  

Flow diversions shall be done in a manner that shall prevent pollution and/or siltation and provides flows to downstream reaches.

d) The suction end of the diversion intake pipe shall be fitted with fish screens meeting DFG and NOAA criteria to prevent entrainment or 

impingement of small fish.  Screens shall be regularly checked and cleaned of debris to permit free flow of water.

e)   The Permittee shall remove any turbid water and sediment present in the work area prior to restoring water flow through the project site, 

and in accordance with the 401 Water Quality Certification.
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2.8 SUBMITTAL of a DFG APPROVED ANNUAL ADAPTIVE MANAGEMENT PLAN 

Before starting adaptive management activities any year covered by this Agreement, the Permittee shall provide DFG an Annual Adaptive 

Management Plan that specifies all activities and areas that may be part of the yearly management plan.  This plan shall be approved by DFG in 

writing prior to the onset of management activities.  The plan shall include a description of the procedure used for determining the upcoming 

season’s sediment removal volume estimates.  The Permittee or his appropriately‐licensed agent shall confirm that such an estimate is 

accurate to the best of their ability.

2.8.1 Content of the Annual Adaptive Management Plan

Planning for the upcoming management season begins in spring.  In the late spring, when the stream level drops to a point where sediment 

deposits become exposed, the Permittee and DFG shall conduct a site review of the management area to evaluate potential actions.  During 

the site review, potential management sites shall be identified on a recent aerial photograph.  

Following the site review, the Permittee shall survey the proposed management areas and develop the annual management plan from the 

topographic data, site review field notes and photographic information.  The management plan designs, consisting of surveyed cross‐sections 

of the proposed sediment management area(s), surveyed monitoring cross‐sections, management narrative, management plan photograph 

and sediment volume calculations are submitted to DFG for review and approval as early in the season as possible.  The Permittee shall 

incorporate DFG recommendations and conditions into the final annual management plan.  Management activities may commence upon 

written approval (letter, e‐mail, or fax) from DFG. The Annual Adaptive Management Plan shall include the following:
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2.8 SUBMITTAL of a DFG APPROVED ANNUAL ADAPTIVE MANAGEMENT PLAN (cont)                                                       

1. The name, address, and telephone number of the Permittee.

 

2. The location of proposed management activities, their sections, township, range, latitude, longitude, and boundaries marked on a U. S. 

Geological Survey 7 1/2 – minute quadrangle map.  

3. The type of sediment management activity (sediment management area skimming, in channel excavation, etc.) that will be used.  A copy of 

any biological or hydrological reviews needed for approval of management activities.  Any other documentation as needed to describe the 

proposed operations of the submitted proposal.

 

4. Anticipated beginning and ending dates of the proposed work period.

 

5. Ownership of the property, including government agencies, if applicable, by the assessor’s parcel number.

 

6. A production data report that includes a quantifiable procedure approved by DFG for determining the upcoming season’s sediment removal 

volume estimates.

  

7. An estimate of sediment deposition volume or bed degradation in cubic yards from the previous years’ sediment extraction determined by 

comparison of post‐extraction cross sections from the last extraction with current pre‐extraction cross sections.
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2.8 SUBMITTAL of a DFG APPROVED ANNUAL ADAPTIVE MANAGEMENT PLAN (cont)

8. Any gross channel change from the preceding year.

9. Aerial Photograph: Scaled aerial photograph(s) (1”=500’) containing the information detailed below (more than one photograph may be 

used of the same area if needed to include all the information):  

  a. Delineation of all sediment removal and vegetation management work areas with the exact location and limits of proposed actions.

  b. Monitoring and sediment removal area survey cross sections.

  c. Existing and proposed access and/or haul road locations.

  d. The location of equipment storage and stockpile areas.

  e. The location of riparian vegetation proposed for removal or transplant.

  f. Temporary stockpile areas.

  g. Mitigation areas; defined as areas that were replanted/restored to replace riparian vegetation removal areas. 

  h. A legend including the date of the photograph, stream flow and stage, name of operation and stream, scale, north arrow and preparer’s 

name.  
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2.8 SUBMITTAL of a DFG APPROVED ANNUAL ADAPTIVE MANAGEMENT PLAN 

Before starting adaptive management activities any year covered by this Agreement, the Permittee shall provide DFG an Annual Adaptive 

Management Plan that specifies all activities and areas that may be part of the yearly management plan.  This plan shall be approved by DFG in 

writing prior to the onset of management activities.  The plan shall include a description of the procedure used for determining the upcoming 

season’s sediment removal volume estimates.  The Permittee or his appropriately‐licensed agent shall confirm that such an estimate is 

accurate to the best of their ability.

2.8.2 Willow Flycatcher Surveys

A qualified wildlife biologist shall evaluate and document in a report prepared for DFG’s review and concurrence the extent of suitable willow 

flycatcher habitat in and within 300 feet of the project area where construction activities are proposed to occur before August 15.  Where such 

activities are proposed, a survey of suitable habitat shall be conducted by a qualified wildlife biologist to determine if the project area or 

adjacent habitat is occupied by willow flycatcher.  The survey shall follow guidelines found in A willow flycatcher survey protocol for California 

(Bombay, et al. 2003), which can be obtained at the attached link: http://www.dfg.ca.gov/wildlife/nongame/survey_monitor.html.  

DFG shall receive a report summarizing survey effort results at least one week before construction activities are to take place.  If willow 

flycatchers are observed, the qualified wildlife biologist shall design appropriate buffer widths and operational restrictions and forward the 

operational report to DFG for review and approval.  Construction activities shall not commence until DFG has approved the operational report.  

DFG shall strive to make the determination within 96 hours of receiving the survey report.
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2.9 Delineation of the Work Area

The proposed areas described in the Annual Adaptive Management Plan shall be identified and detailed on the project maps and air 

photographs as specified in Section 2.7.1.  These areas shall be determined in consultation with DFG.

Note: See Section 2.20 for details on cross section survey protocols, and the numbers and locations of cross sections.
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2.10 Annual Post‐Adaptive Management Survey Cross Sections

Post adaptive management (fall) cross sections need only be resurveyed through the portion of the transect altered by sediment removal or 

temporary stockpiles.  Annual post adaptive management cross sections shall overlay the annual adaptive management cross sections.

Note: Details on the types and number of survey cross sections required are outlined in Section 2.20.
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2.11 PROJECT CONDITIONS for DELINATION OF SEDIMENT REMOVAL AREAS

 2.11.1 Low flow Delineation of the Sediment Removal Area in the Field

The minimum skim floor elevation in sediment management areas shall be the original design grade.
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2.11 PROJECT CONDITIONS for DELINATION OF SEDIMENT REMOVAL AREAS

 

2.11.2 Limitations on the Longitudinal and Cross‐Sectional Slopes of Post‐Extraction Sediment Management Areas

Post‐extraction cross bar surfaces shall be left in a free draining condition, maintaining either a downstream slope, cross slope, or compound 

slope complimentary to the wetted or secondary channel.
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2.12 PROJECT CONDITIONS for POST‐ADAPTIVE MANAGEMENT REPORT REQUIREMENTS

 2.12.1 Annual Post‐Management Procedures

When the Permittee has completed annual management activities, DFG shall be notified and a final site review shall be scheduled.  The 

purpose of the final review is to assess the site for additional end‐of‐season reclamation and, if necessary, recommend grading to ensure site 

drainage compliance with the approved annual management plan.
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2.12 PROJECT CONDITIONS for POST‐ADAPTIVE MANAGEMENT REPORT REQUIREMENTS

2.12.2 Annual Post‐Management Reporting Requirements

Post‐management surveys of the site shall be conducted following sediment removal to generate comparative sets of monitoring and sediment 

removal cross‐sections depicting pre‐ and post‐extraction topography and degree of management plan compliance.  The comparative cross‐

sections are utilized for the identification and minimization of short‐term effects caused by sediment removal processes.  The cross‐sections 

are also utilized to calculate extracted sediment. 

1.  During the months of August through October, after management and reclamation are completed, commercially available satellite imagery 

of the work area shall be provided to DFG.  This image shall capture the stream channel at its lowest flow and provides an aerial view of 

management activities.  The late‐season imagery shall be equal to or greater than the coverage provided by spring imagery.

2.  Post‐management cross‐section data and biological monitoring information shall be submitted to DFG by January 15 of each year.  The Post‐

Management Report shall include:

a.  Post‐management documentation, depicting original ground, proposed management activities (including sediment removal, vegetation 

management, and other activities) and actual conditions.  Include proposed and extracted volumes of sediment.

b.  Post‐management narrative describing level of Permittee annual management plan conformance, sediment removal design criteria, 

extraction processes and volumes, stream trends and conditions based upon comparison with the preceding management reports and data.

c.  Hard copy of fall satellite imagery of the site at a scale of approximately 1:12,000.
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2.13 PROJECT CONDITIONS to PROTECT WATER QUALITY

 2.13.1  Emergency Spill Response Plan

An emergency response plan shall be prepared and submitted to DFG for review and approval prior to the start of construction or sediment 

removal activities.  The plan shall identify the materials to be used and the actions that will be taken in the event of spill of petroleum 

products, fine sediment or any other material harmful to aquatic or plant life.  The emergency response materials shall be kept at the site to 

allow the rapid containment and clean‐up of any spilled material.
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2.13 PROJECT CONDITIONS to PROTECT WATER QUALITY

 

2.13.2  Emergency Spill Response

Emergency clean up of all spills shall be done immediately. During or soon after the initial clean up is possible, the Permittee will notify DFG 

that a spill has occurred, and will consult with DFG regarding final clean‐up procedures.
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2.13 PROJECT CONDITIONS to PROTECT WATER QUALITY

2.13.3  Location of Sediment Processing Activities

Staging and Storage of Materials in the Stream Channel

All staging/storage areas for mobile equipment, fuels, lubricants and solvents shall be located above and outside of the stream’s low‐flow 

channel.  Stationary equipment such as motors, pumps, generators, compressors, and welders, located within a dry portion of the stream 

channel or adjacent to the stream channel shall be positioned over drip pans.

Sediment Stockpiles

Sediment may be temporarily stockpiled in the Salt River corridor during extraction.  Stockpiles shall be managed to minimize water and wind 

erosion.  After October 1, temporary sediment stockpiles must be removed by the end of each workday.  All sediment stockpiles in the Salt 

River corridor must be permanently removed by October 15, except for permanent sediment reuse (disposal) areas in agricultural uplands.

 Permanent Sediment Disposal Sites

Excavated sediment shall be windrowed and/or spread on permanent disposal sites in accordance to the Sediment Reuse Plans developed for 

each parcel.  Sediment disposal shall be located at least 150 feet from the top of bank (break in slope) along the Salt River, Eel River, and their 

tributaries.  For the purposes of this Agreement, the top of bank is described as the topographic slope feature which confines most ordinary 

high flow events.  Disposal boundaries shall be delineated by staking to prevent encroachment into buffer areas.  Sediment shall not be placed 

on or within existing riparian vegetation.
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2.13 PROJECT CONDITIONS to PROTECT WATER QUALITY (cont)

Seasonal Staging and Storage of Materials in the Stream Channel

Materials placed in seasonally‐dry portions of the active stream channel that could be deleterious to aquatic life, wildlife or riparian habitat 

and that could be washed downstream during higher flow events shall be removed from the project site prior to October 15.

Construction Debris

The Permittee shall not store or dispose of any litter or construction debris within the active stream channel.  All debris and associated 

materials shall be removed from the work site upon completion of this project.  After the final inspection, materials (stakes, flagging) used to 

delineate the low‐flow channel and the horizontal extent of the extraction boundary shall be removed from the active channel.
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2.13 PROJECT CONDITIONS to PROTECT WATER QUALITY

 

2.13.4 Use of Fill Materials

Clean Gravel and Woody Debris

No fill material, other than clean river gravel except as covered in this Agreement and DFG approved additions of large wood debris, shall be 

allowed to enter the live stream.
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2.13 PROJECT CONDITIONS to PROTECT WATER QUALITY

 

2.13.5 Project Conditions for Vehicle and Equipment Use

Maintenance Activities

Any vehicles or equipment driven and/or operated adjacent to the stream shall be checked and maintained daily to prevent leaks of materials 

that could be introduced into the stream, banks or floodplain.

Location of Maintenance Activities

All mobile equipment maintenance, lubrication and refueling shall be done outside of the stream channel.
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2.13 PROJECT CONDITIONS to PROTECT WATER QUALITY

 

2.13.6 Performance Standards for Protection of Water Quality

 Protection of the Beneficial Uses of Water

Sediment extraction activities shall be conducted to protect on‐site and downstream beneficial uses of surface water in accordance with the 

Porter‐Cologne Water Quality Control Act, Water Code Section 13000, et seq., and the Federal Clean Water Act, 33U. S. C. section 1251 et seq.

 Protection of Groundwater

The quality of water, recharge potential, and storage capacity of groundwater aquifers that are the source of water for domestic, agricultural, 

or other uses dependent on the water, shall not be diminished.

 Protection of Streams from Siltation

To minimize siltation of streams, erosion and sedimentation shall be controlled during all phases of the sediment removal activities, including 

reclamation and closure.

 Protection of Natural Drainages

No natural drainages shall be covered, restricted, rerouted or otherwise impacted by sediment removal activities without prior approval of 

DFG.
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2.14 PROJECT CONDITIONS for the PROTECTION of RIPARIAN VEGETATION

2.14.1 Limitations on the Removal of Riparian Vegetation

Removal of Vegetation and Overburden

Trees within established riparian areas shall not be removed or disturbed, unless necessary for monitoring and maintenance purposes in 

accordance with the DFG approved Adaptive Management Plan.

Limitations on the Removal of Riparian Vegetation on Stream Banks

No planted riparian vegetation shall be removed from the bank of the stream, unless necessary for monitoring and maintenance purposes in 

accordance with the Adaptive Management Plan, and authorized by DFG.
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2.14 PROJECT CONDITIONS for the PROTECTION of RIPARIAN VEGETATION

2.14.2 Protected Trees

Protection of Trees of a Specified Size

Trees that exceed six inches diameter at breast height (DBH) within sediment management areas or along the wetted channel shall not be 

removed or damaged unless necessary for monitoring and maintenance purposes in accordance to the Adaptive Management Plan, and with 

prior approval of DFG.

Limitations on Sediment Removal Activities near Protected Trees, Groups of Trees or Other Native Riparian Vegetation

A buffer zone from which no sediment may be extracted shall be established around protected trees and groups of trees.  The buffer zone shall 

be delineated with flagging or staking prior to sediment removal, and have a minimum horizontal width of 5 feet measured outward from 

vegetation (trees) exceeding 6‐inches DBH.  A minimum of a 3:1 slope shall be maintained around the outward edge of this buffer zone.
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2.14 PROJECT CONDITIONS for the PROTECTION of RIPARIAN VEGETATION

2.14.3 Setbacks from Stream Bank Riparian Vegetation

 Minimum Horizontal Setback from Vegetation

A horizontal setback of a minimum of 5 feet measured outward from the drip line of any riparian vegetation present shall be maintained 

between sediment removal activities (excluding stream channel sediment removal) and the outermost bank of the stream and its associated 

riparian habitat.
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2.14 PROJECT CONDITIONS for the PROTECTION of RIPARIAN VEGETATION

2.14.4 Exotic Vegetation and Noxious Weeds

Management of Exotic Vegetation and Noxious Weeds

Invasive vegetation and noxious weeds shall be managed to prevent spreading to new areas.  
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2.14 PROJECT CONDITIONS for the PROTECTION of RIPARIAN VEGETATION

2.14.5 Maintenance of Large Woody Debris (LWD)

 Maintenance of Instream Roughness Elements

Removal or disturbance of instream roughness elements (LWD, boulders, etc.) outside sediment removal areas shall be avoided.

 Large Downed Trees and LWD

Trees or LWD within the stream channel or on the lower banks of the stream shall only be removed with the prior approval of DFG.

 Replacement of LWD

LWD or trees that have been approved for removal by DFG shall be temporarily stockpiled.  After completion of operations, the LWD shall be re‐

distributed at the direction of DFG.  

Addition of LWD or Other Channel Roughness Elements

With prior approval of DFG, the addition of up to fifteen LWD or other roughness elements may be installed in the stream channel per year to 

improve habitat.  Design and installation methods shall follow guidelines found in the California Salmonid Stream Habitat Restoration Manual.
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2.14 PROJECT CONDITIONS for the PROTECTION of RIPARIAN VEGETATION

2.14.6 Revegetation Plan for Post‐Construction Vegetation Removal as Part of the Adaptive Management Plan

 Submittal of a DFG‐Approved Revegetation Plan

If removal of trees over six inches DBH is part of the annual adaptive management plan, or riparian restoration efforts are not achieving 

desired success criteria, a revegetation plan shall be prepared by a qualified botanist/plant ecologist with expertise in northern California 

ecosystems and native plant revegetation techniques.  Currently available research addressing revegetation methods and the selection of 

species having good survival characteristics for the topography and climate of the mined area shall be used.  This plan shall be submitted to 

DFG for review and approval prior to commencement of vegetation removal activities.

 Contents of the Revegetation Plan

The plan shall include the following elements:

1.  Identification and quantities and types of the native and non‐native plant communities that will be impacted by management activities. 

2.  Utilization of a native plant pallet of species currently or historically present in the work area and approved by DFG.  Seeds, cuttings and 

divisions of locally‐collected native plants are recommended.

3.  Planting design specifications and schedule, maintenance plan, erosion control and irrigation plans as necessary.  Planting shall be 

conducted during the most favorable period of the year for plant establishment.  Approval in writing of the revegetation plan by DFG shall 

provide permission for the applicant to conduct the replanting activities specified within the revegetation plan.
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2.14.6 Revegetation Plan for Post‐Construction Vegetation Removal as Part of the Adaptive Management Plan (cont)

4.  Designated photo points shall be established for monitoring planting success following guidelines from the current literature on the topic of 

photo point monitoring.  For example:  Photo Point Monitoring, Frederick C. Hall, PNW‐GTR‐526, USFS, March 2002.

5.  Restoration of native plants at a ratio of 3:1 or with a planting density typical of historic conditions or at a level that will facilitate natural 

recruitment and recovery of the native riparian species.

6.  If an invasive plant species is present and a native plant community does not exist or exists in combination with exotic plant species, the 

plan shall address the removal of the invasive species. 

7.  A description of how planting success will be determined.  The criteria for success shall be 80 percent survival with 75 percent coverage 

after five years. 

8.  A post‐extraction monitoring plan of plant survival and coverage requirements.
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2.14 PROJECT CONDITIONS for the PROTECTION of RIPARIAN VEGETATION

2.14.7 Performance Standard for Revegetation

 Vegetative Cover

A vegetative cover suitable for the proposed end use and capable of self‐regeneration without continued dependence on irrigation, soil 

amendments or fertilizer shall be established on disturbed land unless an artificially‐maintained landscape is consistent with the approved 

reclamation plan.

 Vegetative Cover or Density and Species Richness

A vegetative cover or density, and species‐richness shall be, where appropriate, sufficient to stabilize the surface against the effects of long‐

term erosion and shall be similar to naturally‐occurring habitats in the surrounding area.  The vegetative density, cover and species richness of 

naturally‐occurring habitats shall be documented in baseline studies carried out and approved for adequacy by DFG prior to adaptive 

management activities.  However, for areas that will not be reclaimed to prior conditions, the use of data from reference areas in lieu of 

baseline site data is permissible.

 Use of Native Plant Species

Native plants proposed for use in site revegetation shall be approved in advance by DFG.
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 2.14.7 Performance Standard for Revegetation (cont)                                                                                                                    Soil Stabilization and 

Irrigation

Soil stabilization practices shall be used where necessary to control erosion and for successful plant establishment.  Irrigation may be used 

when necessary to establish vegetation.

 Plant Protection Measures

Protection measures, such as fencing of regevetated areas or placement of cages over individual plants, shall be used in areas where grazing, 

trampling, herbivory, or other causes threaten the success of the proposed revegetation.  Temporary electric fence shall be installed 

seasonally, and encompass sediment management areas when cattle grazing is taking place.  Fencing shall be maintained until revegetation 

efforts are successfully completed and the lead agency authorizes its removal.

CDFG Both

165

2.15 PROJECT CONDITIONS for PROTECTION of WETTED AREAS

Limitations on Vehicle and Equipment Use

 DFG Approval of Vehicle and Equipment Use in the Live Stream Channel

No vehicles or equipment shall be operated in the live stream channel without prior approval of DFG.
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2.16 PROJECT CONDITIONS for STREAM CROSSINGS

2.16.1 Haul Road Maintenance

At the commencement of the sediment removal season, the site Permittee grades the existing haul roads providing access to the approved 

sediment extraction areas.  Within some sites, temporary haul routes may cross unmined bar surfaces for access to approved sediment 

removal sites.  These temporary access routes may require periodic grading to maintain safe and efficient travel.  

The grading of haul roads within the boundary of bank‐full elevation consists of minor filling of cut banks scoured by winter high flow, removal 

of annual vegetation and/or immature riparian tree species within the haul road footprint, or the excavation of deposited sediment from haul 

road surfaces to ensure safe, efficient travel.  

Operations will utilize existing established haul routes to the maximum extent possible, except for new permanent haul roads identified for 

installation on the 100% design plans, and portions of haul roads crossing regularly inundated bar surfaces.  After completion of Phase 1 and 2, 

new haul roads proposed for installation through areas containing significant riparian vegetation will require mitigation to compensate for 

temporary or permanent loss of habitat.  Vegetated areas shall be evaluated by a qualified botanist and compensatory mitigation shall be 

included with the accompanying annual adaptive management proposal.  New haul roads and compensatory mitigation shall be approved by 

DFG prior to the applicant conducting the clearing and grading activity.
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2.16 PROJECT CONDITIONS for STREAM CROSSINGS

2.16.2 Haul Road Access

All haul roads shall be gated or blocked by k‐rail or other effective means by the end of sediment removal activities every year.
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2.17 PROJECT CONDITIONS for EXCAVATION of ALCOVES

Alcoves

1.  Alcoves shall not trap fish, must be open to the low flow channel at the downstream end for fish passage, and alcove slopes of the alcove 

shall not exceed 3:1. 

2.  Alcoves shall be designed to follow any existing vegetation patterns such that the shape of alcoves are irregular and bounded by existing 

vegetation.

3.  Woody debris shall be placed in the alcoves to provide cover for fish and resting places for birds and amphibians.  The woody debris shall be 

placed at least partially above the water surface elevation of the alcove.
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2.18 PROJECT CONDITIONS for ANNUAL POST‐ADAPTIVE MANAGEMENT SITE RECLAMATION and MONITORING

2.18.1 Riparian Vegetation

 Work According to the Revegetation Plan

All revegetation work shall be done according to the revegetation plan prepared by the Permittee or their consultant that has been reviewed 

and approved by DFG. The Permittee shall notify DFG of any modifications made to this revegetation plan.  Modifications to the revegetation 

plan must be reviewed and approved by DFG prior to their implementation.

 Criteria for Revegetation Success  

To ensure a successful revegetation effort, all plants shall be monitored and maintained as necessary for five years.  All revegetation areas shall 

have a minimum of 60% cover of trees and shrubs at the end of five years and shall attain 80% cover after ten years.  If the survival and/or 

cover requirements specified are not met, the Permittee is responsible for replacement planting, or other practice necessary to achieve these 

requirements.  Replacement plants shall be monitored for survival and growth requirements for two years after planting and shall attain a 

survival rate of 80 percent after two years. 

 Variance from the Revegetation Success Criteria

If the project applicant can demonstrate that a lower success rate is due to high flows sufficient to have removed similar acreage of naturally 

established riparian vegetation on the stream within two miles of the project site, the lower success rate shall be accepted as compliant with 

this condition.  A lower success rate attributed to inundation with sediment or lack of water shall not be accepted.
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 2.18.1 Riparian Vegetation (cont)                                                                                                                                                           Annual Status 

Report on the Performance of the Revegetation Plan

An annual status report on the revegetation effort shall be provided to DFG by January 15 of each year for period of ten years or until 80 

percent cover for two consecutive years is achieved.  This report shall include:

1.  Percent cover, and dbh for trees per the final HMMP;

2.  Number of species of plants replaced;

3.  Overview of the revegetation effort, and the method used to assess these parameters; and

4.  Photos from the designated photo stations.
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2.18 PROJECT CONDITIONS for ANNUAL POST‐ADAPTIVE MANAGEMENT SITE RECLAMATION and MONITORING

2.18.2 Eelgrass

Eelgrass monitoring shall be completed between May to August, during the northern California growing season.  If pre‐construction eelgrass 

densities are not achieved after three years, a mitigation plan shall be submitted to DFG for review and approval.  A Letter of Permission shall 

be obtained from DFG prior to any eelgrass transplantation efforts.
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2.18 PROJECT CONDITIONS for ANNUAL POST‐ADAPTIVE MANAGEMENT SITE RECLAMATION and MONITORING

2.18.3 Sediment Management Areas and Channel Slopes

 Reclamation Time Period

Sediment management areas shall be reclaimed, (site groomed or finish graded) beginning October 1 and finished by October 15, to those 

dimensions as described in the Annual Adaptive Management Plan, and in accordance with the conditions of this Agreement.  When the 

Permittee has completed management activities and site reclamation, DFG shall be notified and a final site review will be scheduled.  The 

purpose of the final review is to assess the site for additional end‐of‐season reclamation and recommend minor grading to ensure site drainage 

compliant with the approved annual management plan.

 Sediment Stockpiles

During excavation, sediment is sometimes moved from a location within a management area and piled temporarily until transport to the 

disposal site can be coordinated.  Temporary on‐bar stockpiling is permitted to occur in areas designated in the approved pre‐management 

proposal.  All temporary stockpiles shall be removed by the end of the seasonal reclamation period.  Temporary stockpiles shall be removed at 

the end of each work day for operations occurring after October 1.
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2.18.3 Sediment Management Areas and Channel Slopes (cont)

 Cut Bank Slopes

Cut bank slopes that will be adjacent to the flowing water of the active stream, shall be contoured to be compatible with the local stream 

dynamics of the site.

 Finished Bar Surfaces

Operations shall not result in a feature that will allow for the ponding of water or isolation of aquatic species in a location separate from the 

main channel during high flows.  The gravel bar in the sediment removal area shall be left smooth with no pot holes or depressions.  Natural 

features of streambed topography outside of the extraction work area shall not be backfilled.
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2.19 PRE‐ and POST‐ADAPTIVE MANAGEMENT SURVEY CROSS SECTIONS

Full‐channel monitoring cross‐sections spaced through the project reach shall be surveyed annually. The full‐channel monitoring cross sections 

provide an annual picture of bed elevation and geomorphic changes within the project reach and permit the assessment of long‐term trends 

and changes associated with flood events and sediment removal processes.  Temporary cross sections that pass through sediment removal 

areas shall be surveyed prior to and after extraction activities in order to show extent of excavation and provide a volume estimate of material 

removed. 

The monitoring cross‐sections comprise the basis for the physical monitoring element of sediment removal operations.  They shall be 

developed from annual surveys of the full channel area.  The monitoring lines shall have permanently‐monumented end points out of the 

channel area, referenced to common horizontal and vertical survey control grids.  The lines can be relocated and resurveyed if a significant 

flow event erodes the banks and removes the monuments.  Monitoring cross‐section plots shall contain notation of water surface elevations, 

vegetation limits, survey control points, thalweg, silt line and annual high water line, if visible at the time of survey. 

Sediment removal cross sections are generally shorter, more closely spaced, temporary cross‐sections used to provide an enhanced 

topographic relationship of the proposed extraction area, the wetted channel and features surrounding the extraction site.  They shall be used 

for extraction planning and later during excavation for placement of grade control and Permittee reference to the approved annual adaptive 

management plan.  Extraction areas less than 500 feet in length shall have a minimum of three cross‐sections for extraction plan development 

and grade control.  Extraction areas greater than 500 feet in length shall require a minimum of five cross‐sections.
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11.3 Reasonable and Prudent Measures

NMFS believes the following reasonable and prudent measures are necessary and appropriate to minimize take of SONCC coho salmon, CC 

Chinook salmon, and NC steelhead:

1. Measures shall be taken to minimize harm and mortality to juvenile coho salmon and steelhead resulting from fish relocation, dewatering, 

or instream construction activities.
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11.3 Reasonable and Prudent Measures

NMFS believes the following reasonable and prudent measures are necessary and appropriate to minimize take of SONCC coho salmon, CC 

Chinook salmon, and NC steelhead:

2. Measures shall be taken to ensure that the Corps and/or HRCD monitor and report take of listed salmonids.
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11.4 Terms and Conditions

In order to be exempt from the prohibitions of section 9 of the ESA, the Corps and the Applicant (HRCD) must comply with the following terms 

and conditions, which implement the reasonable and prudent measures described above and outline required reporting/monitoring 

requirements. These terms and conditions are nondiscretionary.

1. The following terms and conditions implement Reasonable and Prudent Measure 1, which states that measures shall be taken to minimize 

harm and mortality to coho salmon and steelhead resulting from fish relocation, dewatering, or instream construction activities:

a. Fish relocation data must be provided as described in Term and Condition 2 below. If injury or mortality exceeds 3% of the coho salmon or 

steelhead captured then activities must immediately cease so that the cause of excessive injury or mortality can be assessed and ameliorated. 

NMFS shall be contacted at the address below within 24 hours. Fish killed shall be placed immediately in alcohol or placed on ice and delivered 

to the NMFS office identified under Term and Condition 2 below.
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13. CONSERVATION RECOMMENDATIONS

Section 7(a)(1) of the ESA directs Federal agencies to utilize their authorities to further the purposes of the ESA by carrying out conservation 

programs for the benefit of endangered and threatened species. Conservation recommendations are discretionary agency activities to 

minimize or avoid adverse effects of a proposed action on listed species or critical habitat, to help implement recovery plans, or to develop 

information. NMFS provides the following conservation recommendations:

1. NMFS should have the opportunity to provide input on any channel maintenance activities to minimize any adverse effects to critical habitat 

or listed coho salmon, Chinook salmon, or steelhead from maintenance activities. Therefore, NMFS should be contacted for input at least one 

month prior to the scheduled maintenance activities.
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1. Demonstration of Adequate Property Rights

PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall submit, for the review and written approval of the Executive 

Director, copies of all landowner access agreements for all properties involved in all aspects of both Phase 1 and Phase 2 project activities and 

for properties proposed to receive Phase 2 excavated sediments for agronomic reuse. All landowner access agreements shall clearly 

demonstrate that the property owner grants permission to the applicant to undertake development on the property as conditioned by the 

Commission.
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2. Final Revised Habitat Monitoring & Reporting Program

(A) PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall submit, for the review and written approval of the 

Executive Director, a final revised habitat monitoring and reporting program that substantially conforms with the plan prepared by H.T. Harvey 

& Associates titled “Salt River Ecosystem Restoration Project Habitat Mitigation and Monitoring Plan” dated May 4, 2011, except that the plan 

shall be revised to include provisions for all of the following:

1. The grading, filling, and dredging within each restoration area (both phases) shall not be considered complete until it has been documented 

in the field that the physical restoration has been built‐to‐plan. This documentation shall be particularly focused on the attained elevations 

within each restoration area and shall be completed by an independent qualified surveyor, engineer, or landscape architect. Field 

documentation that the physical restoration has been built‐to‐plan shall be submitted for the review and approval of the Executive Director 

within three months of the completion of grading, filling, and dredging within each restoration area (both phases).

2. The restoration planting within each restoration area (both phases) shall not be considered complete until it has been documented in the 

field that the proposed planting has been built‐to‐plan. This documentation shall be completed by an independent restoration ecologist. Field 

documentation that the planting plan has been built‐to‐plan with regard to location, spacing, and species diversity shall be submitted for the 

review and approval of the Executive Director within three months following the completion of planting within each restoration area (both 

phases).

 

3. The installation of livestock‐exclusion fencing within each restoration area (both phases) shall not be considered complete until it has been 

documented in the field that the proposed fencing has been built‐to‐plan. Field documentation that the exclusion fencing has been built‐to‐

plan shall be submitted for the review and approval of the Executive Director within three months of completion of fencing within each 

restoration area (both phases).
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2. Final Revised Habitat Monitoring & Reporting Program(cont)

4. Verification that all wetlands, agricultural lands, and other sensitive habitats temporarily impacted by construction activities (estimated ~535 

acres) have been returned to pre‐project conditions as proposed shall be submitted for the review and approval of the Executive Director 

within 180 days of completion of each phase of construction.

5. A map of the Riverside Ranch tidal restoration areas with 1‐foot elevation contours shall be submitted for the review and approval of the 

Executive Director within six months following completion of all restoration grading, filling, and dredging within the tidal restoration areas.

6. Continuous monitoring of water level and salinity at one location in the Eel River Estuary near the mouth of the Salt River and at two 

locations within the Riverside Ranch tidal restoration areas shall be performed from July 1 through October 31 during the first summer 

following completion of restoration grading and dredging. Within the restoration area, one instrument site shall be located in the most 

northern portion of the restoration area within the internal slough channel most distant from the Salt River, and one site shall similarly be 

located in the most southern portion of the restoration area.  

7. Spot salinity measurements shall be collected in the Salt River channel within one hour of each higher high tide from July 1 through October 

31 during the first summer following completion of restoration dredging in order to create a depth profile of salinity at several locations and 

thereby to determine the upstream limit and approximate shape of the tidal salt water wedge. 
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2. Final Revised Habitat Monitoring & Reporting Program(cont)

8. Quantitative monitoring of the Riverside Ranch tidal restoration area shall be conducted, including mapping and estimating the total cover 

of broad community types, which may be based on the analysis of aerial or satellite imagery.  Field sampling shall include spatially stratified, 

random samples with visual estimates of cover by species within elevational strata in both the north and south restoration areas. Elevational 

strata shall each be spatially stratified to ensure roughly uniform sampling of the entire restoration area.  Sampling shall take place during the 

period June 1 through August 31 during the 3rd, 5th, and 10th years (at a minimum) following the completion of restoration activities.

9. Quantitative monitoring of the riparian restoration areas shall be conducted, including boundary mapping and cover and diversity estimates 

based on spatially stratified, random samples within each habitat reach (e.g., “spruce dominated riparian forest with brackish marsh”) and 

within each habitat type (i.e., active channel edge riparian vegetation, active berm shrub and herbaceous vegetation, and riparian forest). Total 

cover within each habitat type may be estimated from aerial or satellite imagery. Field sampling shall include visual estimates of the 

proportional representation and average diameter‐at‐breast‐height (DBH) of each tree species and visual estimates of cover of each shrub and 

herbaceous species within the active bench. Sampling and boundary mapping shall take place during the period of June 1 through August 31 

during the 3rd, 5th, and 10th years (at a minimum) following the completion of restoration activities. In addition, the boundaries and 

estimated cover of riparian areas shall be estimated from aerial photographs or from on‐the‐ground GPS surveys in the 15th and 20th years 

following completion of restoration activities. The riparian boundaries from each survey shall be overlain on all previous boundary 

determinations in order to determine the spatial stability of the riparian restoration.

10. Monitoring criteria for each habitat type shall be provided, including criteria for species diversity and composition.
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2. Final Revised Habitat Monitoring & Reporting Program(cont)

11. An eelgrass mitigation and monitoring plan shall be prepared and implemented pursuant to Special Condition No. 11 to ensure that 

eelgrass is sufficiently restored in the area to compensate for anticipated direct impacts to approximately 1.2 acres of eelgrass.

12. Tidewater goby surveys shall be conducted in suitable habitats of the project restoration areas at a minimum in the 3rd, 5th, and 10th 

years following the completion of restoration activities.

13. Salmonid surveys shall be conducted in the project restoration areas at a minimum in the 3rd, 5th, and 10th years following completion of 

restoration activities.

14. Avian surveys shall be conducted in the project restoration areas at a minimum in the 3rd, 5th, and 10th years following completion of 

restoration activities.

15. A wetland delineation shall be completed in the 5th‐year following completion of restoration activities.  The delineation within the 

Riverside Ranch tidal restoration area may be based on the results of the mapping, measurement, and sampling required in condition 

subsections 1, 2 & 5 above, with spot checks of the estimated wetland boundary.

16. Periodic documentation of channel profiles of the Salt River and of tidal creeks in the Riverside Ranch tidal restoration area shall be 

conducted to determine channel stability and to measure changes that may need to be addressed by adaptive management.

17. Only native and/or non‐persistent, non‐invasive and/or pasture mix plants shall be used in all proposed plantings and seed mixes to be 

used in the project consistent with the requirements of Special Condition No. 12. 
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2. Final Revised Habitat Monitoring & Reporting Program(cont)

18. A reporting schedule shall be submitted to the Executive Director, which includes, but is not necessarily limited to, all of the following: 

(a) a report documenting that all temporary impact areas have been restored to pre‐project conditions within 180 days of each phase of 

construction consistent with subsection (4) above;

(b) a map of the Riverside Ranch tidal restoration areas consistent with subsection (5) above within six months following completion of Phase 1 

construction; 

(c) a report documenting the results of hydrological monitoring required by subsections (6) and (7) above by November 30 of the first year 

following completion of each phase of construction documenting that the physical restoration was built‐to‐plan; 

(d) reports documenting that the biological/habitat restoration based on seeding and container planting was built‐to‐plan within four months 

of completion of restoration activities for each Phase 1 and Phase 2 construction; 

(e) the results of biological monitoring (including fish, bird, eelgrass, and other rare plant survey results) in the 3rd, 5th, and 10th years 

following completion of Phase 2 restoration activities, including an assessment of success relative to the established criteria, within one year of 

completion of each year of field sampling; 

(f) the results of the wetland delineation required by subsection (15) above documenting a minimum of 757 acres of wetlands within the 

project area footprint; 

(g) the results of the riparian habitat restoration required by subsection (9) above documenting a minimum of 128 acres of riparian habitat 

within the project area footprint; and 

(h) the revised or supplemental restoration and monitoring program described in subsection (B) below.
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2. Final Revised Habitat Monitoring & Reporting Program(cont)

18(B) If the 10th‐year biological monitoring report indicates that the project has been unsuccessful, in part, or in whole, based on the approved 

goals and objectives set forth in the approved coastal development permit application, the permittee shall submit an application of an 

amendment to CDP No. 1‐10‐032 proposing a revised or supplemental restoration and monitoring program to compensate for those portions 

of the original program which did not meet the approved goals and objectives within six months of submittal of the 10th‐year biological 

monitoring report.

18(C) The permittee shall monitor the project site in accordance with the approved final habitat restoration and monitoring program. Any 

proposed changes to the approved final monitoring program shall be reported to the Executive Director. No changes to the approved final 

monitoring program shall occur without a Commission amendment to this coastal development permit, unless the Executive Director 

determines that no amendment is legally required.
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6. Final Debris Disposal Plans

(A) PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall submit, for the review and written approval of the 

Executive Director, final plans for the disposal of all construction debris, excess sediments, vegetative spoils, and any other debris and waste 

expected to be generated by the authorized Phase One (1) work. In addition, PRIOR TO COMMENCEMENT OF PHASE TWO (2) DEVELOPMENT, 

the applicant shall submit, for the review and approval of the Executive Director, final plans for the disposal of all construction debris, excess 

sediments, vegetative spoils, and any other debris and waste expected to be generated by the authorized Phase 2 work.

1. The plans shall demonstrate that: 

a. All temporary stockpiles of construction debris, excess sediments not approved for reuse on surrounding agricultural uplands pursuant to 

Special Condition No. 13, vegetative spoils, and any other debris and waste associated with the authorized work shall be minimized and limited 

to areas within the proposed project footprint as depicted on the final approved construction plans required by Special Condition No. 5 and 

where they can feasibly be contained with appropriate BMPs to prevent any discharge of contaminants to coastal waters and wetlands; 

b. All construction debris, excess sediments not approved for reuse on surrounding agricultural uplands pursuant to Special Condition No. 13, 

vegetative spoils, and any other debris and waste generated by the authorized work shall be disposed of at an authorized disposal site(s) 

capable of receiving such materials;
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6. Final Debris Disposal Plans (cont)

c. Side casting or placement of any construction debris, excess sediments not approved for reuse on surrounding agricultural uplands pursuant 

to Special Condition No. 13, vegetative spoils, and any other debris and waste generated by the authorized work within the Salt River, any 

slough, creek, or drainage, or any other wetland area, including grazed seasonal wetlands, is prohibited; and

d. Disposal of excavated sediments on surrounding agricultural uplands in the coastal zone for agronomic reuse purposes shall occur only on 

properties for which final sediment reuse plans have been approved pursuant to Special Condition No. 13.                                                                     

2. The plans shall include, at a minimum, the following: 

a. A site plan showing all proposed locations for the temporary stockpiling of construction debris, excess sediments, vegetative spoils, and any 

other debris and waste associated with the authorized work during construction operations;

b. A description of the manner by which the stockpiled materials will be removed from the construction site and identification of all debris 

disposal sites that will be used; and

c. A schedule for the removal of all construction debris, excess sediments, vegetative spoils, and any other debris and waste associated with 

the authorized work.

(B) The permittee shall undertake development in accordance with the approved final debris disposal plans. Any proposed changes to the 

approved final plans shall be reported to the Executive Director. No changes to the approved final plans shall occur without a Commission 

amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally required.
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7. Protection of Sensitive Fish and Aquatic Resources

The permittee shall undertake all development authorized by CDP No. 1‐10‐032 in accordance with the fish and aquatic resources protection 

measures and protocols detailed in the application and included within the February 2011 Final Environmental Impact Report (Mitigation 

Monitoring and Reporting Program) and the two Biological Assessments (May 25, 2011 and June 2011) prepared for the project to ensure 

minimization of impacts to sensitive fish species and sensitive fish critical habitat within and around the project area. Fish and aquatic 

resources protection measures shall include, but shall not necessarily be limited to, the following:

(A) Coffer dams shall be erected prior to dewatering;

(B) Channels shall be dewatered prior to excavation under the supervision of a qualified aquatic biologist;

(C) Fish screens shall be installed upstream of coffer dams to prevent aquatic organisms from transfer into bypass piping;

(D) A qualified biologist shall appropriately use seining, dip nets, electrofishing, or other trapping procedures to transfer aquatic organisms out 

of the work area;

(E) Any captured Sacramento pikeminnow shall be euthanized rather than relocated;

(F) Coffer dam construction, channel dewatering, and relocation of aquatic organisms shall be performed in consultation with staff from NOAA‐

Fisheries, DFG, and Fish & Wildlife Service;

(G) The various avoidance and minimization measures for tidewater goby shall be implemented as proposed in the May 25, 2011 Biological 

Assessment; and

(H) The various water quality protection measures required by Special Condition Nos. 3, 4, and 6 shall be implemented.
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8. Sacramento Pikeminnow Mitigation Measures

The permittee shall undertake monitoring and control of Sacramento pikeminnow in the project area as proposed in the June 2011 Biological 

Assessment prepared for the project including, but not necessarily limited to, conducting annual monitoring for and documentation of 

pikeminnow for at least five years following completion of Phase 2 development to assess presence/absence, population estimates, habitat 

preferences, dietary preferences, movement patterns, and other factors. Annual reports shall be submitted to the Executive Director by 

December 31 of each year. In the event that adult pikeminnow greater than 10 inches in size become dominant in the project area, a control 

program shall be implemented as proposed in the Biological Assessment. The pikeminnow control program shall require an amendment to this 

coastal development permit, unless the Executive Director determines that no amendment is legally required.
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9. Riparian Vegetation Removal Restrictions

Authorized riparian vegetation removal is prohibited during the portion of the bird breeding/nesting seasons between March 1 and July 1. 

During the remaining portion of the bird breeding and nesting season between July 1 and August 15, riparian vegetation removal may only 

occur if (a) a qualified biologist has surveyed the area according to the approved Sensitive Bird Nesting Habitat Protection Plan required by 

Special Condition No. 10, and (b) the survey results indicate that no willow flycatchers are present in the area and no nesting habitat for any 

bird species is present in the area. Authorized vegetation removal may occur without these restrictions between August 15 and March 1.
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10. Protection of Bird Breeding & Nesting Habitat

(A) PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the permittee shall submit, for the review and written approval of the 

Executive Director, a Sensitive Bird Nesting Habitat Protection Plan, prepared by a qualified biologist, for conducting seasonally appropriate pre‐

construction surveys for sensitive bird nesting habitat in the project area and protecting such habitat from construction impacts. The plan shall 

include, at a minimum, the following:  

1. Provisions for surveying the project area each year by a qualified biologist according to current Department of Fish and Game protocols no 

more than one week prior to commencement of construction activities proposed to occur that year during the bird breeding and nesting 

season (March 1 through August 15) for the presence of active nesting habitat; 

2. Provisions for avoiding construction activities other than vehicular use of roads during the nesting season(s) within 100 feet of an occupied 

nest of any native migratory bird species; within 300 feet of an occupied nest of any special‐status bird species; and within 500 feet of an 

occupied nest of any raptor species. No‐disturbance buffers around active nests shall be maintained until completion of nesting.

3. Provisions for submittal of the surveys required above for the review and approval of the Executive Director prior to the commencement of 

authorized work each year during the bird breeding and nesting season that includes a map that locates any sensitive nesting habitat identified 

by the surveys and a narrative that describes sensitive habitat avoidance measures proposed.
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10. Protection of Bird Breeding & Nesting Habitat (cont)

(B) The permittee shall undertake development in accordance with the approved final sensitive bird nesting habitat protection plans. Any 

proposed changes to the approved final plans shall be reported to the Executive Director. No changes to the approved final plans shall occur 

without a Commission amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally 

required.
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11. Final Revised Rare Plant Mitigation and Monitoring Plan

(A) PRIOR TO COMMENCEMENT OF DEVELOPMENT OTHER THAN AUTHORIZED VEGETATION REMOVAL, the applicant shall submit, for the 

review and approval of the Executive Director, a final revised rare plant mitigation and monitoring plan prepared by a qualified botanist or 

ecologist that substantially conforms with the plan prepared by H.T. Harvey & Associates titled “Salt River Ecosystem Restoration Project Rare 

Plant Mitigation and Monitoring Plan” dated January 27, 2011, except that the plan shall be revised to include various additional provisions for 

eelgrass mitigation and monitoring, as follows:

1. A pre‐construction eelgrass survey shall be completed during the months of May through August. The pre‐construction survey shall be 

completed prior to the beginning of construction and shall be valid until the next period of active growth.

2. A post‐construction eelgrass survey shall be completed in the same month as the pre‐construction survey during the next growing season 

immediately following the completion of construction.

3. If post‐construction eelgrass surveys indicate any decrease in eelgrass density or cover, then the site shall be monitored consistent with the 

approved final mitigation and monitoring plan until the performance criteria in subsection (6) have been met. If post‐construction survey 

results demonstrate to the satisfaction of the Executive Director that eelgrass densities have not decreased at all and there has been no loss of 

extent of vegetated cover, then no further monitoring or mitigation is required.
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11. Final Revised Rare Plant Mitigation and Monitoring Plan (cont)

4. Adverse impacts to eelgrass shall be measured as the difference between the pre‐construction and post‐construction estimates of eelgrass 

cover and density. The extent of vegetated cover is defined as that area where eelgrass is present and where gaps in coverage are less than one 

meter between individual turion clusters. Density is defined as the average number of turions per unit area.

5. Density and extent of vegetative cover shall be estimated at control areas during pre‐construction surveys, post‐construction surveys, and 

during annual monitoring. Changes in density and extent of vegetated cover of the control areas shall be used to account for natural variability. 

Selection of an appropriate control site shall be performed in consultation with the Department of Fish and Game and NOAA‐Fisheries staff.

6. Within three years of completion of the project (both phases), the entire pre‐construction eelgrass area plus the restored areas suitable for 

eelgrass recruitment shall have an extent of vegetative cover equal to at least 1.2 times the impacted area and have an average density equal 

to the pre‐construction average density.

7. Monitoring methods shall include mapping and random sampling of the eelgrass areas using a sampling size adequate to obtain 

representative qualitative data for the entire project site to determine percent cover and shoot density as defined in subsection (4) above.

8. A detailed monitoring schedule shall be provided that indicates when each of the required monitoring events will be completed. Monitoring 

reports shall be provided to the Executive Director, DFG, and NOAA‐Fisheries within 30 days of completion of each required monitoring period;
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11. Final Revised Rare Plant Mitigation and Monitoring Plan (cont)

9. If the impacted eelgrass areas have not met the recovery standard in subsection (6) in three years, the areas shall be remediated within one 

year of a determination by the permittee or the Executive Director that monitoring results indicate that recovery has not taken place;

10. A detailed remediation plan shall be included that provides for mitigation site identification, planting methods, monitoring methods, and 

schedule. Specific success and monitoring criteria are as follows:

a. A minimum of 70 percent aerial coverage and 30 percent density in the mitigation area after the first year;

b. A minimum of 85 percent aerial coverage and 70 percent density in the mitigation area after the second year;

c. A minimum of 100 percent aerial coverage and 85 percent density in the mitigation area after the third year.
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11. Final Revised Rare Plant Mitigation and Monitoring Plan (cont)

(B) If the performance criteria in subsection (A)‐10 above have not been met at the end of the three‐year remediation period, the permittee 

shall submit an application for an amendment to Coastal Development Permit No. 1‐10‐032 proposing additional mitigation to ensure all 

performance criteria are satisfied consistent with all terms and conditions of this permit.

(C) The permittee shall undertake development in accordance with the approved final rare plant mitigation and monitoring plans. Any 

proposed changes to the approved final plans shall be reported to the Executive Director. No changes to the approved final plans shall occur 

without a Commission amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally 

required.
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12. Revegetation Standards & Limitations

(A) Only native plant species shall be planted in the proposed restoration areas. All proposed plantings shall be obtained from local genetic 

stocks within Humboldt County.  If documentation is provided to the Executive Director that demonstrates that native vegetation from local 

genetic stock is not available, native vegetation obtained from genetic stock outside of the local area may be used. No plant species listed as 

problematic and/or invasive by the California Native Plant Society, the California Invasive Plant Council, or as may be identified from time to 

time by the State of California shall be employed or allowed to naturalize or persist on the site. No plant species listed as a “noxious weed” by 

the governments of the State of California or the United States shall be utilized within the project area.

(B) For the proposed soil stabilization and erosion control applications, regionally appropriate native plants shall be used if feasible. If 

infeasible (e.g., on privately owned pasturelands disturbed by temporary construction impacts proposed to be restored to agricultural 

production), the use of nonnative species or varieties may be used [e.g., sterile, short‐lived, non‐persistent cereal grasses such as barley 

(Hordeum vulgare), buckwheat (Fagopyron esculentum), rye (Secale cereale), and wheat (Triticum aestivum)] only if the proposed species or 

varieties are known not to persist or spread in the ecosystem. Alternatively, the pasture mix proposed in the May 4, 2011 Habitat Mitigation 

and Monitoring Plan may be used in areas proposed to be restored to pasture grazing use.

(C) All proposed planting shall be completed by the end of the first full optimal planting season that occurs after completion of construction;
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12. Revegetation Standards & Limitations

(D) All required plantings shall be maintained in good growing condition throughout the life of the project and whenever necessary shall be 

replaced with new plant materials to ensure continued compliance with the restoration goals and objectives.

(E) The use of rodenticides containing any anticoagulant compounds including, but not limited to, Bromadiolone, Brodifacoum or Diphacinone 

is prohibited.
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13. Final Sediment Reuse Plans

(A) PRIOR TO COMMENCEMENT OF PHASE TWO (2) CONSTRUCTION AND PRIOR TO THE PLACEMENT OF EXCAVATED SEDIMENTS ON ANY 

AGRICULTURAL PROPERTY, the applicant shall submit, for the review and approval of the Executive Director, a final sediment reuse plan for the 

agricultural property proposed to receive excavated sediments. Each sediment reuse plan shall provide that no excavated sediments shall be 

placed either within any wetlands located on or immediately adjacent to the subject property or within wetland buffer areas as proposed in 

the example sediment reuse plan included as Appendix E of the document titled “Wetland Buffer Assessment for Sediment Reuse Areas on 

Agricultural Lands” prepared by Winzler & Kelly dated August 2011. The final sediment reuse plans shall substantially conform to the example 

sediment reuse plan, except that each plan shall be made site‐specific for each property and shall include the following additional provisions:

1. A narrative description of 

(a) property owner name, site location, and APN(s);

(b) the upland acreage available on the subject property for receiving excavated sediments for sediment reuse; 

(c) the amount of excavated sediments proposed to be placed on the subject property for sediment reuse;

(d) generally when, how, and where the excavated sediments will be applied on the subject property, whether the material will be temporarily 

windrowed and if so for how long, and any other relevant details; 

(e) the work window for sediment application on agricultural uplands, with the restriction that sediments shall be applied only during the 

generally dryer period of April through November; 

(f) specific best management practices to be used to ensure that no wind‐ or rain‐induced erosion results from the stockpiling and application 

of material on the subject site; 

(g) the applicable setback distances from the sediment windrowing and application areas that shall be established on the subject property; 

(h) limitations and restrictions imposed on established buffer areas during the reestablishment of vegetation following sediment application on 

the sediment reuse area (e.g., vegetation maintenance, allowable depth of overland flow through the area, etc.); and 

(i) the upland and/or wetland delineation reference applicable to the specific property.
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13. Final Sediment Reuse Plans (cont)

2. A clear, appropriately‐scaled graphic depiction of (a) all areas of the subject property proposed to receive excavated material for sediment 

reuse; (b) all wetlands on and immediately adjacent to the subject property; (c) all applicable setback buffers (from delineated wetlands, fence 

lines with wetlands on adjacent properties, etc.) for the subject property as proposed in the August 2011 example sediment reuse plan; (d) 

proposed windrow/stockpiling areas; (e) locations of specified BMPs; and (f) any upland or wetland delineation data points recorded on the 

subject property. 

3. Addition of a sediment reuse note that explains that the placement of the excavated sediments on the property for temporary stockpiling 

and subsequent sediment reuse is regulated as a form of development under Coastal Development Permit No. 1‐10‐032 subject to the 

applicable terms and conditions of the CDP.

(B) The permittee shall ensure that excavated sediment disposal/reuse is undertaken in accordance with the approved final plans. Any 

proposed changes to the approved final plans shall be reported to the Executive Director. No changes to the approved final plans shall occur 

without a Commission amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally 

required.
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14. Final Revised Adaptive Management Plan

(A) PRIOR TO ISSUANCE OF THE COASTAL DEVELOPMENT PERMIT, the applicant shall submit, for the review and written approval of the 

Executive Director, a final revised adaptive management plan that substantially conforms to the Adaptive Management Plan (AMP) prepared 

by H.T. Harvey & Associates dated January 28, 2011 and the AMP Supplement Update Table A‐1 dated September 7, 2011, except that the plan 

shall be revised to include provisions for all of the following:

1. All measures, protocols, standards, limitations, and BMPs listed in Special Condition Nos. 2 through 13 of CDP No. 1‐10‐032 shall be applied 

as they relate to each specific “potential management action” listed in AMP Supplement Update Table A‐1.

2. Channel excavation to remove sediment to improve channel function (row #4 of Supplement Update Table A‐1) shall be limited annually to 

an area not to exceed 25,000 cubic yards of sediment and 2,000 linear feet of sediment removal.

3. Pre‐ and post‐storm maintenance activities in the channel (row #6 of Supplement Update Table A‐1) shall be restricted annually to the 

period of June 1 through November 30 only;

4. The removal of any native vegetation in riparian forest restoration areas and existing riparian areas (row #10 of Supplement Update Table A‐

1) shall be prohibited without an amendment to this coastal development permit.
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14. Final Revised Adaptive Management Plan (cont)

5. The removal of riparian vegetation (row #10 of Supplement Update Table A‐1) shall be limited annually to areas of five (5) acres or less 

within Sediment Management Areas, active bench areas, and active channel areas only, and within these areas only young (i.e., less than 5‐

year‐old) trees and shrubs no larger than 4 inches in diameter are permitted to be removed. Such vegetation removal shall be prohibited 

during the portion of the bird breeding/nesting season between March 1 and July 1. During the remaining portion of the bird breeding and 

nesting season between July 1 and August 15, riparian vegetation removal may only be performed if (a) a qualified biologist has surveyed the 

area according to the approved Sensitive Bird Nesting Habitat Protection Plan required by Special Condition No. 10, and (b) the survey results 

indicate that no willow flycatchers are present in the area and no nesting habitat for any bird species is present in the area.

6. The work window for applying/placing excavated sediments on agricultural uplands (row #16 of Supplement Update Table A‐1) shall be 

restricted to the dry season period of April through November only.

7. Criteria for flash grazing shall be provided, which

(a) restricts grazing to limited time periods across limited acreages within active bench areas and upland berm areas only; 

(b) requires that pre‐construction rare plant surveys be conducted in proposed grazing areas within or adjacent to rare plant suitable habitat; 

and

 (c) requires that temporary livestock exclusion fencing be installed to exclude livestock from channels, riparian areas, and other sensitive 

habitat areas. 
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14. Final Revised Adaptive Management Plan (cont)

8. Those potential management actions listed in Table A‐1 that include (a) repairing failed or damaged road‐stream crossings where the 

crossing would be enlarged, (b) implementing site‐specific erosion control BMPs such as soil bioengineering and vegetative revetments, (c) 

replacing or enlarging culverts and tide gates as needed, (d) excavating tidal channels and/or re‐filling or drainage ditches to improve 

hydrologic connectivity, and (e) certain erosion control measures (e.g., armoring and geotechnical bank protection) shall not occur without an 

amendment to this coastal development permit, unless the Executive Director determines that no amendment is legally required. 

9. The September 7, 2011 version of Table A‐1, as modified herein, shall be incorporated into the final approved AMP.

10. The period of AMP authorization shall be limited consistent with Special Condition No. 15.

11. An annual maintenance/adaptive management operations plan shall be submitted each year pursuant to Special Condition No. 16 for the 

Executive Director’s review and approval prior to commencement of annual maintenance and/or adaptive management operations.

(B) The permittee shall undertake maintenance and adaptive management development in accordance with the approved final adaptive 

management plans. Any proposed changes to the approved final plans shall be reported to the Executive Director. No changes to the approved 

final plans shall occur without a Commission amendment to this coastal development permit, unless the Executive Director determines that no 

amendment is legally required.
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15. Length of Development Authorization for Ongoing Maintenance and Adaptive Management Activities Authorized by CDP 1‐10‐032

Development authorized by this permit is valid for five (5) years from the date of Commission approval (until October 5, 2016). One request for 

an additional five‐year period of development authorization may be accepted, reviewed and approved by the Executive Director for a 

maximum total of ten (10) years of development authorization, provided the request would not alter the project description and/or require 

modifications of conditions due to new information or technology or other changed circumstances. The request for an additional five‐year 

period of development authorization shall be made at least 120 days prior to October 5, 2016.  If the request for an additional five‐year 

authorization period would alter the project description and/or require modifications of conditions due to new information or technology or 

other changed circumstances, an amendment to CDP No. 1‐10‐032 shall be necessary to authorize development beyond October 5, 2016.
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16. Submittal of Annual Maintenance/Adaptive Management Operations Plan

(A) PRIOR TO COMMENCEMENT OF ANNUAL MAINTENANCE AND/OR ADAPTIVE MANAGEMENT OPERATIONS IN ANY YEAR IN WHICH 

MAINTENANCE AND/OR ADAPTIVE MANAGEMENT OPERATIONS ARE CONDUCTED PURSUANT TO THIS COASTAL DEVELOPMENT PERMIT 

AUTHORIZATION, the permittee shall submit, for the review and approval of the Executive Director, an annual Maintenance/Adaptive 

Management Operations Plan for that year’s proposed maintenance/adaptive management work that (a) is consistent with the final revised 

Adaptive Management Plan approved by the Executive Director pursuant to Special Condition No. 14, (b) is consistent with all terms and 

conditions of Coastal Development Permit No. 1‐10‐032, and (c) contains, at a minimum, the following information: 

1. A site plan depicting the location(s) of proposed annual maintenance and/or adaptive management activities, including applicable Assessor’s 

Parcel Numbers and property owner names for all proposed work sites and associated construction areas;

2. A description of the type(s) of annual maintenance/adaptive management activities proposed;

3. Cross sections, maps, and associated calculations as necessary that accurately depict the proposed annual maintenance/adaptive 

management work area(s);

4. Copies of any necessary biological and botanical surveys needed for approval of annual maintenance/adaptive management activities;
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16. Submittal of Annual Maintenance/Adaptive Management Operations Plan (cont)

5. A plan for erosion, run‐off, and sedimentation control to avoid significant adverse impacts on coastal resources. The plan shall demonstrate 

that (a) run‐off from the work sites shall not increase sedimentation in or result in pollutants entering coastal waters; and (b) Best 

Management Practices (BMPs) shall be used to prevent entry of polluted stormwater runoff into coastal waters during the construction, 

including the use of relevant BMPs as detailed in the current California Storm Water Quality Best Management Handbooks 

(http://www.cabmphandbooks.com). The plan shall contain both (a) a narrative report and a site plan describing the locations of all temporary 

erosion, runoff, and sedimentation control measures to be used during annual maintenance/adaptive management activities; and (b) a 

schedule for installation and removal of the temporary control measures.

6. If applicable, a debris disposal plan consistent with Special Condition No. 6;

7. If applicable, a creek dewatering and diversion plan consistent with the protection measures outlined in Special Condition No. 7.

8. If applicable, a revegetation plan consistent with restrictions enumerated in Special Condition No. 12;

9. If applicable, a sediment reuse plan consistent with Special Condition No. 13; and
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16. Submittal of Annual Maintenance/Adaptive Management Operations Plan (cont)

10. A schedule for proposed annual maintenance/adaptive management activities.

(B) The permittee shall undertake development in accordance with the approved final plans. Any proposed changes to the approved final plans 

shall be reported to the Executive Director. No changes to the approved final plans shall occur without a Commission amendment to this 

coastal development permit, unless the Executive Director determines that no amendment is legally required.

0 0
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17. Final Revised Agricultural Enhancement Monitoring Plan

(A) PRIOR TO COMMENCEMENT OF DEVELOPMENT OTHER THAN AUTHORIZED VEGETATION REMOVAL, the permittee shall submit, for the 

review and approval of the Executive Director, a final Agricultural Enhancement Monitoring Plan designed to monitor changes in agricultural 

productivity within and around the project area resulting from implementation of the proposed project. The plan shall substantially conform to 

the Agricultural Enhancement Monitoring Plan submitted with the coastal development permit application, except that it shall contain the 

following additional provisions:

1. Provisions for ensuring that agricultural productivity shall be increased by at least 4,270 Animal Unit Months (AUMs) per year (or an 

equivalent agricultural productivity value) on the 750 acres of prime agricultural lands within and around the project area footprint within five 

years of completion of Phase 2 construction;

2. Details on the proposed methods for measuring changes in agricultural productivity within and around the project area over a minimum five‐

year period following completion of Phase 2 construction;

3. A map depicting all agricultural lands proposed to be included in the agricultural enhancement monitoring area, including a calculation of 

the total acreage of lands to be included within and surrounding the project area). The map shall depict all “prime agricultural land” (as defined 

in Section 51201(c) of the California Government Code) within the agricultural enhancement monitoring area;

4. Provisions for submittal of documentation to the Executive Director at the end of the 5‐year monitoring period demonstrating that 

agricultural productivity on the 750 acres of prime agricultural lands within and around the project area has been increased by at least 4,270 

AUMs per year or an equivalent measure of agricultural productivity; and
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17. Final Revised Agricultural Enhancement Monitoring Plan (cont)

 5. A detailed monitoring and reporting schedule that indicates when the agricultural productivity monitoring events will be completed 

throughout the proposed monitoring program and when annual reports will be submitted to the Executive Director. Monitoring reports shall 

be provided to the Executive Director annually beginning the first year following completion of Phase 2 construction and continuing each year 

for at least five years.

(B) If the 5th‐year monitoring report indicates that the project has been unsuccessful, in part or in whole, the permittee shall submit an 

application for an amendment to CDP No. 1‐10‐032 proposing revisions to the project authorized by CDP No. 1‐10‐032 to achieve the increase 

in agricultural productivity required by Section (A)‐4 above.

(C) The permittee shall undertake development in accordance with the approved final plans. Any proposed changes to the approved final plans 

shall be reported to the Executive Director. No changes to the approved final plans shall occur without a Commission amendment to this 

coastal development permit, unless the Executive Director determines that no amendment is legally required.
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18. Restoration of Prime Agricultural Land on Riverside Ranch

(A) PRIOR TO COMMENCEMENT OF DEVELOPMENT OTHER THAN AUTHORIZED VEGETATION REMOVAL, the permittee shall submit, for the 

review and approval of the Executive Director, a plan to transform at least fifty‐two (52) acres of currently non‐prime agricultural land on 

Riverside Ranch to “prime agricultural land” as defined in Section 51201(c) of the California Government Code within five (5) years of 

completion of Phase 1 construction. The plan shall include provisions for all of the following:

1. Within five years of completion of Phase 1 construction, at least 52 acres of the retained agricultural land on Riverside Ranch shall qualify as 

prime based on any one of the four paragraphs of Section 51201(c) of the California Government Code;

2. A description of the agricultural management activities that will be undertaken to restore the agricultural land to prime conditions and the 

type of documentation that will be submitted as evidence that the land has been transformed to prime.

3. A site plan depicting the property’s agricultural features such as proposed fences and/or livestock fencing maintenance areas, grazing and/or 

pasturing areas, agricultural structures, water lines, and other infrastructure, etc.;

4. Provisions for submittal of a report to the Executive Director at the end of the 5th‐year following completion of Phase 1 construction 

documenting how much of the retained agricultural land on Riverside Ranch qualifies at that time as prime based on any one of the four 

paragraphs of Section 51201(c) of the California Government Code.
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18. Restoration of Prime Agricultural Land on Riverside Ranch (cont)

(B) If the 5th‐year monitoring report indicates that less than 52 acres of the retained agricultural land on Riverside Ranch qualifies as prime 

agricultural land, the permittee shall submit an application for an amendment to CDP No. 1‐10‐032 proposing either (i) corrective measures to 

ensure that at least 52 acres of the retained agricultural land on Riverside Ranch will qualify as prime agricultural land within one year of 

approval of the permit amendment, or (ii) to transform other non‐prime agricultural land elsewhere within the coastal zone in the Eel River 

Delta to prime agricultural land in an amount equal to or greater than the number of acres less than 52 that have been transformed to prime 

agricultural land on Riverside Ranch.

(C) The permittee shall undertake development in accordance with the approved final plan. Any proposed changes to the approved final plans 

shall be reported to the Executive Director. No changes to the approved final plans shall occur without a Commission amendment to this 

coastal development permit, unless the Executive Director determines that no amendment is legally required.
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19. Submittal of Upslope Sediment Reduction Program Annual Progress Reports

The Upslope Sediment Reduction Program as described in the Final Environmental Impact Report for the Salt River Ecosystem Restoration 

Project shall be implemented as proposed, and annual progress reports on the program shall be submitted for the review and approval of the 

Executive Director by December 31 of each calendar year for the duration of the five‐year monitoring period required by Special Condition No. 

17. The annual reports shall (a) document the progress made during the reporting period in planning, coordinating, and implementing specific 

erosion control and sediment reduction projects under the program, (b) summarize the total number of sites treated under the program to 

date, (c) identify the high‐priority sites to be addressed in the coming year of the program and discuss the steps needed to implement an 

erosion control or sediment reduction project at each site, (d) identify funding that has been secured to date and the amount of new funding 

that was secured over the reporting period, and (e) identify steps to be followed to secure additional needed funding over the next year.
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20. Assumption of Risk, Waiver of Liability and Indemnity Agreement

By acceptance of this permit the applicant acknowledges and agrees (i) that the site may be subject to hazards from flooding, tsunami wave 

run‐up, erosion, and earth movement; (ii) to assume the risks to the applicant and the property that is the subject of this permit of injury and 

damage from such hazards in connection with this permitted development; (iii) to unconditionally waive any claim of damage or liability 

against the Commission, its officers, agents, and employees for injury or damage from such hazards; and (iv) to indemnify and hold harmless 

the Commission, its officers, agents, and employees with respect to the Commission’s approval of the project against any and all liability, 

claims, demands, damages, costs (including costs and fees incurred in defense of such claims), expenses, and amounts paid in settlement 

arising from any injury or damage due to such hazards.
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22. Final Public Access Plan

(A) WITHIN TWO (2) YEARS OF COMPLETION OF PHASE ONE (1) CONSTRUCTION, the permittee shall submit, for the review and approval of the 

Executive Director, a final public access plan providing for public access at the Department of Fish and Game‐owned property known as 

Riverside Ranch.

 (1) The plan shall demonstrate all of the following:

a. A boating put‐in and/or take‐out access point for at least non‐motorized boating use shall be developed on the Riverside Ranch Property to 

provide boating access to the property for the public.

b. Vehicular access to the Riverside Ranch property shall be provided either via (i) Riverside Road unless the permittee demonstrates to the 

satisfaction of the Executive Director that the portions of Riverside Road needed to gain access to the Riverside Ranch property are not 

publically owned, (ii) Camp Weott Road, Dillon Road, or Port Kenyon Road with a vehicular or footbridge over the Salt River to the Riverside 

Ranch property if the selected alternative is demonstrated to be feasible to the satisfaction of the Executive Director, or (iii) another public 

vehicular access alternative approved by a Commission amendment to this coastal development permit.

c. Public access amenities shall be provided at the subject property within one year of approval of the approved final public access plan. 
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22. Final Public Access Plan (cont)

d. Public access amenities shall include, at a minimum all of the following:

(i) Public vehicular parking;

(ii) A trail suitable for foot traffic on top of and along at least half the length of the new setback berm unless the permittee: (a) demonstrates 

that access along half of the setback berm cannot be provided consistent with the protection of fragile coastal resources and agricultural 

resources on the subject property, and (b) obtains a Commission amendment to this coastal development permit to reduce the amount or 

change the location of the required public access; and  

(iii) Signage delineating the public access areas to facilitate public use.

e. All public access areas and amenities shall be available to the general public free of charge at a minimum during daylight hours (i.e., one 

hour before sunrise to one hour after sunset) and for a minimum of 39 weekends of the year unless the permittee (i) demonstrates that access 

during those hours or number of weekends cannot be provided consistent with the protection of  fragile coastal resources and agricultural 

resources on the subject property, and (ii) obtains a Commission amendment to this coastal development permit to change the required 

availability of public access.

CDP NOI Both

195

22. Final Public Access Plan (cont)

(2) The plan shall include, at a minimum, the following components:

a. A narrative and site plan showing how public vehicular access will be provided to the property and which demonstrates that (i) the route of 

the access alternative is legally available for use by the public and (ii) all necessary permit authorizations from public agencies for improvement 

of the access alternative can be obtained for the alternative;

b. An analysis, based on applicable monitoring results reported pursuant to Special Condition No. 2 and/or other property‐specific scientific 

data and/or factors, explaining which portions of the property are suitable for public access and recreational uses consistent with the 

protection of fragile coastal resources and agricultural uses on the subject property;

c. An analysis, based on applicable monitoring results reported pursuant to Special Condition No. 2 and/or other property‐specific scientific 

data and/or factors, explaining what intensity of use (e.g., frequency and timing of use in terms of hours per day or days per week or months 

per year) and what types of uses are appropriate for public access and recreational uses at the property consistent with the protection of 

fragile coastal resources and agricultural uses on the subject property;

d. Discussions of the regulations and management that will be used to facilitate, manage, and provide public access to the approved project.
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22. Final Public Access Plan (cont)

e. A clear depiction of all proposed public access areas and amenities, including, but not limited to, all parking areas, trails, walkways, boating 

access points, restrooms, bench seating, trash and recycling receptacles, bicycle racks, and/or other public access amenities as proposed;

f. Clear identification of all parameters for use of the site by the public, including hours and days of admittance, compatible types of public 

access use, and other applicable parameters; and

g. A signage plan identifying all signs and any other project elements that will be used to facilitate, manage, and provide public access to the 

approved project, including, if applicable, identification of all public education/interpretation features that will be provided on the site 

(educational displays, interpretive signage, etc.). Sign details showing the location, materials, design, and text of all public access signs shall be 

provided. Signs shall be designed so as to provide clear information without impacting public views and site character. Public access signage 

shall acknowledge the participants in the design and provision of the public access components, including the California Coastal Commission.

 (B) The permittee shall undertake development in accordance with the approved final plans. Any proposed changes to the approved final 

plans shall be reported to the Executive Director. No changes to the approved final plans shall occur without a Commission amendment to this 

coastal development permit, unless the Executive Director determines that no amendment is legally required.
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1.1 Applicant must apply for and obtain an encroachment permit for all permanent and temporary construction entrances from County 

maintained roads. Construction entrances shall be constructed per Section TC‐l of the California Storm water BMP Handbook (November 

2009). The construction entrances shall be constructed with a swale to allow drainage to flow across the entrance; no culvert is to be used. 

Culverts will not be permitted. All temporary construction entrances shall be removed and fences restored for final project signoff. In addition, 

the land shall be naturalized so that it does not appear that an access road was ever constructed at that location. 
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1.2 For paved / chip seal County roads: All permanent encroachments shall be paved a minimum of 25 feet back from the edge of the existing 

road pavement and be flared a minimum of 30 feet at the intersection with the County road. All temporary encroachments with an estimated 

ADT exceeding 8 may be required to be paved per the above standard. At the time the finalized plans are submitted, the Department will 

review each permanent and temporary encroachment on an individual basis to determine construction entrance paving requirements.

County DPW Both

198
1.3 For Gravel County roads: All permanent and temporary encroachments shall be sufficiently rocked [minimum six inches (6")] in order to 

create an all weather driving surface and to keep all earthen materials off the County road.
County DPW Both

199
1.4 Site visibility must be maintained at the construction entrances in conformance with County Code. All fence or gate structures (pillars) shall 

be a minimum of 25 feet back from the existing edge of pavement.
County DPW Both

200 1.5 All fueling, equipment maintenance, staging, and construction management shall be located outside the County road right of way. County DPW Both

201

1.6 The County roads are not constructed to allow for parking; therefore, all construction and inspection vehicles shall be provided an area 

outside the County right of way. No construction materials (construction trailers, storage containers, equipment, materials, etc.) or staging 

activities shall be allowed within County right of way. 

County DPW Both

202 I. 7 Prior to relocation, all utility relocations within the County right of way shall be staked and approved by the County.  County DPW Both

203

1.8 Prior to issuance of an encroachment permit, a deposit will be required for review, inspection, and administration services by the 

Department. All review, inspection, and administration services by the Department rendered in connection with the work covered by an 

encroachment permit shall be paid for in accordance with the latest Humboldt County Schedule of Fees and Charges for Permits and Services 

adopted by the Board of Supervisors. 

County DPW Both

204

2.1 A Traffic Management Plan (TMP) shall be submitted to the Department of Public Works ‐Land Use Division for review and approval. The 

TMP shall be a living document, updated as project conditions change. Weekly on‐site meetings shall be performed to review and update the 

TMP. The TMP shall show road ADT, proposed ADT, duration, staging areas, and sign placement. All temporary construction entrances shall be 

marked in the field. After site approval is met, access shall be constructed to Cal trans BMP standards 

County DPW Both

205 2.2 The Department shall perform daily inspections ofthe TMP implementation.  County DPW Both

206
3.1 Applicant shall be responsible to correct any involved drainage problems on the County road as a direct result of the project to the 

satisfaction of this Department. 
County DPW Both

207
3.2 Applicant shall minimize the transport of sediment to drainage courses during construction. County Inspector (Ken Freed, Senior 

Engineering Technician, 445‐7205) shall be notified by applicant for review and approval of installed erosion control measures.
County DPW Both

208
3.3 Applicant shall provide a precise grading plan for all excavations within 50 feet of a County bridge. Drawings shall provide detail to insure 

that the bridge footings, piers, and headwalls are not undermined. 
County DPW Both

209 4.1 All equipment and loads over weight, over length, or over width will require a transportation permit from this Department.  County DPW Both

210
5.1 California Storm Water Quality Association (CASQA) BMPs shall be used to prevent the tracking of material onto County roads. The 

following BMPs shall be used at a minimum: stone wash pad; rumble racks; sweeping roads on a daily basis. 
County DPW Both

211

5.2 All construction sites and haul roads shall be maintained, as necessary, to minimize the emission of dust and prevent the creation of a 

nuisance to adjacent properties. The applicant shall submit a dust control plan for review and approval by the County. The dust control plan 

shall include CASQA BMPs and provide watering frequency intervals. 

County DPW Both

212 5.3 All bridges shall be cleared of all sediment and debris on a daily basis or as directed by this Department.  County DPW Both

213

GC 1. The time limit for completing the work authorized ends on March 1, 2022.  If you find that you need more time to complete the 

authorized activity, submit your request for a time extension to this office for consideration at least one month before the above date is 

reached.  The time extension is required for continued maintenance activities in jurisdictional waters.

USACE 404 Both

214

GC 2. You must maintain the activity authorized by this permit in good condition and in conformance with the terms and conditions of this 

permit.  You are not relieved of this requirement if you abandon the permitted activity, although you may make a good faith transfer to a third 

party in compliance with General Condition 4 below.  Should you wish to cease to maintain the authorized activity or should you desire to 

abandon it without a good faith transfer, you must obtain a modification of this permit from this office, which may require restoration of the 

area.

USACE 404 Both



215

GC 3. If you discover any previously unknown historic or archeological remains while accomplishing the activity authorized by this permit, you 

must immediately notify this office of what you have found.  We will initiate the Federal and State coordination required to determine if the 

remains warrant a recovery effort or if the site is eligible for listing in the National Register of Historic Places.

USACE 404 Both

216
GC 4. You must comply with the conditions specified in the 401 certification as a condition to this permit.  For your convenience, a copy of the 

certification is attached (Enclosure 4).
USACE 404 Both

217
GC 5. You must allow representatives from this office to inspect the authorized activity following 48 hours notice to ensure that it is being or 

has been accomplished in accordance with the terms and conditions of your permit.
USACE 404 Both

218

GC 6. You understand and agree that, if future operations by the United States require the removal, relocation or other alteration of the 

structure or work authorized herein, or if, in the opinion of the Secretary of the Army or his authorized representative, said structure or work 

shall cause unreasonable obstruction to the free navigation of the navigable waters, you will be required, upon due notice from the Corps of 

Engineers, to remove, relocate, or alter the structural work or obstructions caused thereby, without expense to the United States.  No claim 

shall be made against the United States on account of any such removal or alteration.

USACE 404 Both

219

SC 1. This Corps permit does not authorize you to take an endangered species.  In order to legally take a listed species, you must have a 

separate authorization under the Endangered Species Act (ESA) (e.g., an ESA Section 10 permit or a Biological Opinion (BO) under ESA Section 7 

with "incidental take" provisions with which you must comply).  The enclosed U.S. Fish and Wildlife Service BO dated November 22, 2011 

(Enclosure 3) and National Marine Fisheries Service BO dated January 25, 2012 (Enclosure 5) contain mandatory terms and conditions to 

implement the reasonable and prudent measures that are associated with "incidental take" that is also specified in the BOs.  Your authorization 

under this Corps permit is conditional upon your compliance with all of the mandatory terms and conditions associated with incidental take 

authorized by the attached BOs, whose terms and conditions are incorporated by reference in this permit.  Failure to comply with the terms 

and conditions associated with incidental take of the BOs, where a take of the listed species occurs, would constitute an unauthorized take and 

it would also constitute non‐compliance with this Corps permit.  The FWS and NMFS are the appropriate authorities to determine compliance 

with the terms and conditions of their BOs and with the ESA.

USACE 404 Both

220

SC 2. The permittee shall adhere to the schedule outlined in the approved “ Salt River Ecosystem Restoration project Rare Plant Mitigation and 

Monitoring Plan, prepared by H.T. Harvey & Associates with Winzler & Kelly dated January 27, 2011.  Phase 1 activities target replacement of 

the existing 1.2 acres of eelgrass that would be impacted by establishing 8.7 acres of eelgrass habitat on site.  

USACE 404 Phase I

221

SC 3. The permittee shall provide a mid‐term (five years after initial construction or in phase with California Coastal Commission reporting 

requirements) wetland and other waters of the United States delineation of the Salt River Phase 1 and Phase 2 project sites.  The wetland and 

other waters delineation report shall contain acreage of restored or created wetlands or other waters of the U.S. to date, with data sheets and 

jurisdictional maps prepared in accordance with the USACE 1987 Federal Wetland Delineation Manual and the Western Mountains, Valleys and 

Coastal Wetlands Supplement to the Delineation Manual.  Photographs of post‐construction habitat shall be taken from the same locations 

periodically over the monitoring period.  A final wetland delineation and other waters of the U.S. report shall be prepared and sent to USACE 

for final field verification at the end of project Adaptive Management activities and Maintenance at the tenth or twelfth year of permit 

duration.

USACE 404 Both

222

SC 4. This permit does not authorize the proposed Upslope Sediment Reduction program at this time as specific activities and geographic 

locations have not been identified.  When specific activities and geographic locations are identified and some or all of these activities would 

impacts waters of the U.S. in USACE jurisdiction, USACE will consider authorizing these activities on a case‐by‐case basis under a Letter of 

Modification under this permit or under a separate general permit (Regional General Permit or Nationwide Permit)

USACE 404 Both

223

SC 5. The applicant will notify USACE prior to maintenance activities for Phases 1 and 2 and report excavated volume and location post 

construction and in accordance with the Salt River Adaptive Management Plan (AMP) prepared by H.T. Harvey & Associates and Winzler & 

Kelly dated January 2012   The work shall be performed in conformance with the final approved plans, the AMP and Salt River Ecosystem 

Restoration Project Habitat Mitigation and Monitoring Plan prepared by H.T. Harvey & Associates with Winzler & Kelly last revised January 5, 

2012.  All four plans are incorporated by reference into this authorization.

USACE 404 Both

224
SC 6. Maintenance activities such as sediment removal and channel excavation between Phase 1 construction and prior to Phase 2 construction 

are not covered under this authorization and require a separate Individual Permit.
USACE 404 Both

225 Professional Inspection of Grading Operations shall be provided per Humboldt County Code Section 331‐14 H.5 County‐Grading Both

226 Final Inspection Reports shall be provided per Humboldt County Code Section 331‐14 I.1 County‐Grading Both
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